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CONVERSION FACTORS

Multiply By To obtain

inch (in.) 25.40 millimeter

inch (in.) 2.540 centimeter

foot (ft) 0.3048 meter

acre-foot (acre-ft) 0.001233 cubic hectometer

mile (mi) 1.609 kilometer

square mile (miz) 2.590 square kilometer

cubic foot per second (ft/s) 0.02832 cubic meter per second
pound (1b) 0.907 megagram

In this report, temperatures are given in degrees Celsius (°C), which can be converted to degrees Fahrenheit (°F) by using the
following equation:

°F = 1.8(°C) + 32

ABBREVIATED WATER-QUALITY UNITS

Chemical concentration and water temperature are given only in metric units. Chemical concentration in water is given in
milligrams per liter (mg/L) or micrograms per liter (ug/L). Milligrams per liter is a unit expressing the solute per unit volume (liter)
of water. One thousand micrograms per liter is equivalent to 1 milligram per liter. For concentrations less than 7,000 milligrams per
liter, the numerical value is about the same as for concentrations in parts per million. Specific conductance is given in microsiemens
per centimeter (uS/cm) at 25 degrees Celsius. Radioactivity is expressed in picocuries per liter (pCi/L), which is the amount of
radioactive decay producing 2.2 disintegrations per minute in a unit (liter) of water.

VERTICAL DATUM

Sea level: In this report, “sea level” refers to the National Geodetie Vertical Datum of 1929—A geodetic datum derived from a
general adjustment of the first-order level nets of the United States and Canada, formerly called “Sea Level Datum of 1929.”
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Geochemical Analyses of Ground-Water Ages,
Recharge Rates, and Hydraulic Gonductivity of
the N Aquifer, Black Mesa Area, Arizona

By Thomas J. Lopes and John P. Hoffmann

Abstract

The Navajo Nation and Hopi Tribe of the Black Mesa area, Arizona, depend on ground water
from the N aquifer to meet most tribal and industrial needs. Increasing use of this aquifer is
creating concerns about possible adverse effects of increased ground-water withdrawals on the
water resources of the region. A thorough understanding of the N aquifer is necessary to assess
the aquifer’s response to ground-water withdrawals. This study used geochemical techniques as
an independent means of improving the conceptual model of ground-water flow in the N aquifer
and to estimate recharge rates and hydraulic conductivity.

Ground water flows in a south-southeastward direction from the recharge area around Shonto
into the confined part of the N aquifer undemeath Black Mesa. Ground-water flow paths diverge
in the confined part of the aquifer to the northeast and south. The N aquifer thins to extinction
south of Black Mesa. This discontinuity could force ground water to diverge along paths of least
resistance. Ground water discharges from the confined part of the aquifer into Laguna Creek and
Moenkopi Wash and from springs southwest of Kykotsmovi and southeast of Rough Rock after a
residence time of about 35,000 years or more. Recent recharge along the periphery of Black Mesa
mixes with older ground water that discharges from the confined part of the aquifer and flows
away from Black Mesa.

Dissolved-ion concentrations, ratios of dissolved ions, dissolved-gas concentrations, tritium,
carbon-13, and chlorine-36 data indicate that water in the overlying D aquifer could be leaking
into the confined part of the N aquifer in the southeastern part of Black Mesa. The boundary
between the leaky and nonleaky zones is defined roughly by a line from Rough Rock to Second
Mesa and separates ground waters that have significantly different chemistries. The Dakota
Sandstone and Entrada Formation of the D aquifer could be the sources of leakage.

Adjusted radiocarbon ground-water ages and data on isotopes of oxygen and hydrogen
indicate that more than 90 percent of the water in the confined part of the N aquifer is older than
10,000 years and was recharged during glacial periods. Estimates of recharge rates made on the
basis of ground-water ages, aquifer thicknesses, and assumed porosities indicate that the annual
average recharge rate in the northwestern part of the study area during the glacial periods was
about four times the average annual rate of the past 10,000 years, and that recharge rates for the
past 10,000 years are less than modern recharge rates assumed in a previous study. Estimates of
horizontal hydraulic conductivity were 0.95 and 1.16 feet per day for the northeast and southwest
flow paths, respectively. These values are within the range of hydraulic conductivities calculated
from aquifer tests, which ranged from 0.05 to 2.1 feet per day and averaged 0.65 foot per day.

Abstract 1



INTRODUCTION

The growing population and industrial devel-
opment of the Black Mesa area, Arizona (fig. 1),
have increased the demand for water in an area
with sparse water resources. The Navajo Nation
and Hopi Tribe depend on ground water to sustain
municipal, domestic, livestock, and industrial
needs. Peabody Coal Company also uses ground
water to transport coal mined from Black Mesa
through a 273-mile pipeline to the Mohave Gener-
ating Station near Laughlin, Nevada. Most of the
water demands in the Black Mesa area are met by
pumpage from the N aquifer, and withdrawals from
this aquifer have increased about sixfold during the
last 25 years (Littin, 1992). Increased ground-
water withdrawals have raised concerns about the
adequacy of the N aquifer to sustain tribal growth
and industry, potential degradation of ground-
water quality by leakage from saline aquifers, and
reduced flow from sacred springs. Since 1971,
these concerns have led to a continual effort by The
Navajo Nation, the Navajo Tribal Utility Authority
(NTUA), the Hopi Tribe, the Bureau of Indian
Affairs (BIA), the Peabody Coal Company, and the
U.S. Geological Survey (USGS) to monitor the
water resources of the Black Mesa area. This study
was done by the USGS in cooperation with the
BIA and the Navajo Department of Water
Resources Management.

Purpose and Scope

This report describes how geochemical tech-
niques were used to improve the conceptual model
of the N-aquifer flow system of the Black Mesa
area. The conceptual model of ground-water flow
is the basis for a numerical model that represents
the N-aquifer flow system and the response of the
aquifer to pumping. Data from analyses of major
ion, radioactive carbon-14, tritium, oxygen-18,
hydrogen-2, carbon-13, and chlorine-36 were used
to estimate ground-water ages, delineate flow
directions, and estimate recharge rates and aquifer
properties. Estimated ground-water flow direc-
tions, recharge rates, average linear velocities, and
hydraulic conductivities were compared with
values estimated in previous studies. Emphasis of
sampling and interpretation was on the approxi-

mately 3,500-square-mile area of the confined N
aquifer and selected nearby areas where the aquifer
is unconfined (fig. 1).

Acknowledgments

The Navajo Tribal Utility Authority, Hopi
Department of Water, and Peabody Coal Company
assisted in sampling logistics and provided infor-
mation on well construction.

DESCRIPTION OF THE BLACK
MESA AREA

The study area is about 11,000 mi? of the
Navajo and Hopi Indian Reservations in arid to
semiarid northeastern Arizona (fig. 1). Black Mesa
is a plateau near the center of the study area and
has an areca of about 2,000 mi’. Black Mesa
abruptly rises about 3,000 ft above the surrounding
lowlands on the northeast and slopes gently from
the northeast to the southwest where it becomes
indistinct from the surrounding lowlands. Eleva-
tions in the study area range from about 4,000 to
8,000 ft. The total population of the study area is
about 28,500; Tuba City is the largest city, with
about 7,300 inhabitants (U.S. Department of
Commerce, 1991). Grazing of sheep and cattle,
tourism, and the coal mines are important to the
life and economy of the area.

Geology and Aquifer Systems

The study area is underlain by a complex inter-
tonguing of layered mudstone, siltstone, sandstone,
silty sandstone, limestone, conglomerate, coal, and
gypsum that range in age from Permian to late
Tertiary (Cooley and others, 1969). These sedi-
mentary rocks have a total thickness that ranges
from about 1,000 ft to more than 10,000 ft and
overlie granitic and metamorphic basement rock of
Precambrian to Cambrian age. A thin, discontin-
uous veneer of unconsolidated to weakly consoli-
dated Quaternary sediments overlies the series of
sedimentary rocks.

Black Mesa is the remnant of rocks of Jurassic
to Cretaceous age that were eroded from most of

2 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aquifer, Black Mesa, AZ
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Figure 1. Location of study area and trace of hydrogeoclogic sections, Black Mesa area, Arizona.

the study area. The N aquifer underlies the plateau
and is the primary aquifer in the Black Mesa area.
The N aquifer is actually a multiple-aquifer system
that encompasses several lithologic formations and
heterogeneities within the formations (Cooley and
others, 1969). The Navajo Sandstone is the prin-
cipal lithologic unit of the N aquifer. The Navajo
Sandstone is 8 medium- to fine-grained cross-

bedded sandstone that locally contains lenticular
beds of cherty limestone and is one of the most
conspicuous formations in the area. In the northern
and eastern parts of the study area, the Kayenta
Formation and the Wingate Sandstone also are
included in the N aquifer (fig. 2). The Kayenta
Formation intertongues with the overlying Navajo
Sandstone and primarily is a grayish-red mudstone
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with fine- to very fine-grained sandstone with
interbedded siltstone. The Wingate Sandstone is
the lowest unit in the N aquifer and is a fine- to
very fine-grained sandstone. Grains of these three
units are composed primarily of quartz with trace
amounts of volcanic rock fragments and calcite
that are weakly cemented with calcium carbonate
and silica (Harshbarger and others, 1957, p. 10-22;
Geotrans, Inc., 1993). The primary water-bearing
units of the N aquifer are the Navajo Sandstone
and the fine-grained sandstones of the Wingate
Sandstone and Kayenta Formation. Rocks of the N
aquifer are more than 1,200 ft thick in the north-
western part of the study area and thin to extinction
in the southeastern part of the study area (fig. 3,
B-B’). Recharge to the N aquifer is mostly in the
north and northwest where rocks of the N aquifer
crop out (fig. 3, B-58').

The D aquifer overlies the N aquifer
throughout the Black Mesa area; erosion has
removed the rocks of the D aquifer from the rest of
the study area. The D aquifer has been described
by Cooley and others (1969, p. A42) as “consisting
of several thin isolated semiconnected sandstone
water-bearing units that are separated by thick
sequences of mudstone and siltstone.” The D
aquifer is a multiple-aquifer system composed of
the Dakota Sandstone, Westwater Canyon Member
of the Morrison Formation, and the Cow Springs
Member of the Entrada Sandstone (fig. 2). The
texture and composition of the Dakota Sandstone
vary widely; the unit generally is coarse grained to
fine grained and includes minor amounts of
conglomerate, shale, and coal. Grains of the
Dakota Sandstone are composed primarily of
quartz and are firmly cemented with iron oxide.
The Westwater Canyon Member is one of eight
members of the Morrison Formation found on the
Colorado Plateau (Peterson, 1988). Most members
of the Morrison Formation are mudstone and shale.
The Westwater Canyon Member is a
medium-grained sandstone; minor amounts of
shaley mudstone and stringers of conglomerate are
present locally. The Cow Springs Member of the
Entrada Sandstone is a cross-bedded, fine-grained
sandstone (Peterson, 1988). Grains of the Cow
Springs Member are mostly quartz and occasional
feldspar that are firmly cemented with calcium
carbonate. The underlying Entrada strata are
flat-bedded silty sandstones. The Dakota Sand-

stone is the primary water-bearing unit in the
multiple-aquifer system. Rocks of the D aquifer are
about 700 ft thick in the southeastern part of the
study area and thicken to about 1,300 ft near the
center of the study area before thinning to less than
100 ft to the northwest (fig. 3, B—B").

The D aquifer is separated from the N aquifer
by the Carmel Formation (figs. 2 and 3). The
Carmel Formation is less than 300 ft thick and
consists of weakly cemented mudstone, siltstone,
and sandstone layers. The sandstone layer prima-
rily is found in the southwestern part of the study
area (Harshbarger and others, 1957, fig. 16).
Although the Carmel Formation forms the upper
confining bed of the N aquifer, it is known to yield
water to small springs west of the study area
(Cooley and others, 1969). The water-bearing units
of the Carmel Formation generally are sandstones
and lesser amounts of siltstone. Rocks of the D
aquifer are overlain by the Mancos Shale
throughout the Black Mesa area. The Mancos
Shale is a 500-foot-thick-confining unit of marine
mudstone and gypsum. Recharge to the D aquifer
occurs on the east slopes of the mesa (fig. 3, 4-4"),
where the aquifer is at high elevations and has the
largest exposure.

Hydrology

The climate of the Black Mesa area is arid to
semiarid. The mean annual precipitation ranges
from about 7 in. near Tuba City to about 18 in. near
Shonto and at the higher elevations of Black Mesa.
Mean annual precipitation and the proportion of
precipitation that falls as snow increases with
elevation in the Black Mesa area (Cooley and
others, 1969). Several large washes on Black Mesa
drain runoff to the southwest and into the Little
Colorado River.

Previous studies have provided valuable infor-
mation on the hydrology of the N-aquifer system.
Water levels (Eychaner, 1983) indicate that the
potentiometric surface is highest near Shonto and
lowest along Moenkopi Wash and near Laguna
Creek. Ground water would thus flow from the
Shonto area generally in a southward direction
under Black Mesa. The flow divides under the
mesa and part of the flow moves westward to
Moenkopi Wash and part moves eastward and

Description of the Black Mesa Area 5
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northeastward toward Laguna Creek. Water levels
indicate that precipitation recharges the N aquifer
primarily in the Shonto area where the Navajo
Sandstone is exposed. Recharge has been assumed
to be about 3 percent of the precipitation in the
outcrop area near Shonto and about 1 percent in
other outcrop areas (Eychaner, 1983).

A numerical model of the Black Mesa
ground-water system was developed by Eychaner
(1983) to improve the understanding of the N
aquifer and to compare possible effects of alterna-
tive pumping scenarios. Improved methods in
simulating ground-water systems and additional
data on the N aquifer were used by Brown and
Eychaner (1988) to update the numerical model.
These models assumed annual recharge to the
system in the Shonto area to be about 4,800 acre-ft
and that leakage from the D aquifer into the N
aquifer was estimated to be 200 acre-ft annually.
The potentiometric surface of the D aquifer in
1964, however, was as much as 600 ft higher than
the surface of the N aquifer (Eychaner, 1983);
therefore, it is possible that leakage from the D
aquifer accounts for a larger percentage of water in
the N aquifer. The Carmel Formation is known to
yield water to springs and generally is between 150
and 250 ft thick in the study area. Although the
leakage rate through the Carmel Formation may be
small, the areal extent of contact between the two
aquifers provides a major pathway for
ground-water flow. An investigation of the D- and
N-aquifer geochemistry by Geotrans, Inc. (1993)
identified data that indicate leakage occurs
between the D and N aquifers.

Since 1972, effects of pumping have been
monitored using several monitor wells (Littin,
1992). Total pumpage from the N aquifer for 1994
was about 7,020 acre-ft (Littin and Monroe, 1995);
about 75 percent of the total pumpage was from the
confined part of the N aquifer. Municipal water use
has increased steadily, and in 1994, municipal use
was 42 percent of the total pumpage. Peabody Coal
Company has pumped water from the confined part
of the N aquifer since 1969. Since 1986, Peabody
Coal Company has pumped about 4,000 acre-ft/yr
from the confined part only. Total pumpage from
the D aquifer is unknown but could be two orders
of magnitude less than pumpage from the N
aquifer because the D aquifer is not used by munic-
ipalities or industry.

Monitoring efforts have shown that changes in
water levels are deviating from predictions of the
numerical model, especially in the Kayenta area
(Littin, 1992) where measured water levels are
declining more than was indicated by the numer-
ical models. These differences could be caused by
pumping rates that are different from those used in
simulations or the inability of the model to simu-
late the complexities of the actual aquifer system
and its response to pumping, or both.

SAMPLE COLLECTION AND
ANALYTICAL METHODS

Ground-water samples were collected from
5 springs and 40 municipal, industrial, and live-
stock wells screened in the N and D aquifers of the
Black Mesa area between March 1993 and August
1995 (see Basic Data section at the end of the
report, tables 8, 9, and 10). Geologic and (or)
drillers’ logs, electric logs, and well-construction
information were reviewed to ensure that wells
were being pumped from a particular aquifer and
that the wells had been sealed from other aquifers.
Production wells are constructed to obtain the
greatest yield of water that is of suitable quality
for the intended uses. Not all production
wells, however, are useful for chemical or
water-level monitoring because these wells
commonly draw water from more than one aquifer
and characteristics of individual aquifers cannot be
easily distinguished.

Ground-Water Sample Collection and
Analyses

All wells were purged before sampling;
temperature, specific conductance, dissolved-
oxygen concentration, and pH were monitored
during purging. Samples were collected after three
well volumes had been purged from the wells or
after field measurements had stabilized, or both
(Radtke and Wilde, in press). Purging commonly
took more than 8 hours because most wells
exceeded 1,000 ft in depth and pumping rates
generally were less than 60 gal/min. Ground-water
samples were collected for analysis of dissolved-
constituent  concentrations; the radioactive

Sample Collection and Analytical Methods 7



isotopes—tritum (*H), carbon-14 (*C), and
chlorine-36 (*3Cl); and ratios of the stable isotopes
of carbon ('*)C/"C), oxygen ('30/'%0), and
hydrogen (3H/'H) (tables 8, 9, and 10). Samples for
dissolved-constituent analysis were filtered in the
field using a 0.45-micrometer effective pore-size
filter. Concentrated nitric acid was added to
filtered samples for dissolved-metal analysis.
Dissolved alkalinity was measured in the field by
incremental titration using sulfuric acid and by the
fixed end-point method.

The USGS National Water-Quality Laboratory,
Arvada, Colorado, analyzed samples for dissolved-
constituent concentrations. All ion-balance calcu-
lations were within 5 percent; this level of accu-
racy indicated that most major ions were
accurately quantified in the samples. 2H/'H and
180/160 were analyzed at the USGS lsotope Frac-
tionation Project Laboratory, Reston, Virginia, and
3H was analyzed at the USGS Water-Quality Labo-
ratory, Menlo Park, California, and by Dr. H. Gotte
Ostlund at the University of Miami. Samples for
4C and 3C were analyzed at the Radiocarbon
Dating Laboratory, University of Arizona, Tucson.
Samples for *Cl were measured by accelerator-
mass spectrometer at Purdue University’s PRIME
laboratory.

Geochemical Approach and Methods

Geochemical techniques provide an indepen-
dent means of understanding an aquifer system and
can be used to test a conceptual-flow model devel-
oped using hydrologic methods. These techniques
include collection of additional information on the
chemical composition of ground water in aquifers
and use of geochemical-modeling programs to
evaluate conceptual models of geochemical
processes occurring in the aquifers.

Major-ion chemistry data were used to charac-
terize water from the N aquifer and evaluate the
hydraulic connection of the N aquifer with other
water-bearing formations. An earlier study of the
aquifer by Eychaner (1983) noted a small amount
of leakage from the D aquifer into the N aquifer
and that an increase in leakage should appear as an
increase in dissolved-solids concentrations in wells
in the N aquifer. Major-ion chemistry data obtained

in this study made possible an examination of the
extent of leakage between the D and N aquifers.

Isotope data also are useful in determining if
an aquifer is hydraulically connected to other
water-bearing units. Isotopes used here to deter-
mine if isotopic differences exist between the D
and N aquifers and provide additional information
about leakage between the aquifers include the
radioactive isotopes of *H, 'C, and %C] and the
stable isotopes of '*Q, ?H, and 2C and BC.
Concentrations of radioactive isotopes (radionu-
clides) are referred to as activities because analyses
measure the energy emissions in a given volume of
sample rather than the mass of radionuclides.
Concentrations of stable isotopes typically are
measured relative to a standard in which the ratios
of two isotopes (for example, '*C/'?C) are known.
Differences from the standard are expressed by
delta notation (3) in parts per thousand (/,,,), which
is called per mil. The delta notation is computed
from the equation:

R.-R
& = [J']l,ooo, 0
Rstd

delta notation,
R, = ratio of isotopes measured in
sample, and

ratio of same isotopes in the
standard.

Water that is enriched in lighter isotopes relative to
the standard has negative delta values.

The stable isotopes, '*0 and 2H, are useful in
hydrologic studies because these isotopes are part
of the water molecule. Ratios of '*0/'60 and 2H/'H
are measured relative to an arbitrary standard
known as standard mean ocean water (SMOW),
and evaporation and condensation are the most
significant processes that change the proportions
of these isotopes (Fritz and Fontes, 1980). Varia-
tions in '*Q/'%0 and 2H/'H in ground water reflect
differences in latitude, elevation, and seasonal or
paleoclimatic variations, which are factors that
affect recharge temperature. The ratios of these
isotopes are virtually unaffected by relatively
low-temperature geochemical processes in ground-

8 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aquifer, Black Mesa, AZ



water systems (Muir and Coplen, 1981), such as
occur in the N aquifer.

The ratio '*C/'2C is affected by photosynthesis
and other biological and environmental factors
(Drever, 1988). Ground water acquires a '*C/'*C
value that depends on the isotopic composition of
carbon dioxide in soil from the recharge area and
on reactions between carbonate minerals and
ground water. The ratio '*C/"?C is measured in
relation to a belemnite of the Pedee Formation
(PDB) in South Carolina. The ratios measured in
ground water from the aquifer can be used to iden-
tify biological and depositional environments and
are used to adjust ground-water ages determined
from '*C data.

Radioactive isotopes can be used to calculate
the time since recharged water was isolated from
the atmosphere. Under steady-state flow condi-
tions, lines of equal water age (isochrons) can be
used to estimate flow directions, assuming that
water flows perpendicular to the isochrons.
Ground-water ages can be estimated if the
following are known: (1) the initial radionuclide
activity in the recharge water, (2) the radionuclide
activity in ground water at some time after
recharge has occurred, (3) geochemical processes
occurring within the aquifer that affect the activity
of the radionuclide, and (4) the radionuclide-decay
rate. Estimates of ground-water age are made by
assuming that radionuclide production in the atmo-
sphere is constant and that ground waters from
different aquifers and (or) of different ages do not
mix.

Ground water can have a wide range of age;
therefore, different radionuclides are needed to
estimate ground-water ages. 3H has a half life of
12.3 years (Fritz and Fontes, 1980). Measurable
concentrations of *H indicate that ground water
was recharged since 1953, when large amounts of
3H, '4C, and *$Cl were released into the atmosphere
during the testing of nuclear weapons (Michel,
1976; Koide and others, 1982; and Michel, 1989).
The half-life of *Cl is about 300,000 years, which
makes it suitable for dating in the range of 1
million to 60,000 years before present (Coplen,
1993). *Cl also is useful for recognizing waters
recharged since about 1953. 3Cl, used as a method
of age dating, is measured as a ratio of *Cl atoms
to the total number of chlorine atoms in the sample
(table 10, at the back of the report). In order to

accurately date the 3Cl in the water, however,
in-situ production of Cl and the elemental
concentrations of the rock units must be known.
3CI/Cl ratios, therefore, were used to qualitatively
evaluate C dates and possible mixing of waters
from the D and N aquifers. Analyses from dupli-
cated and triplicated samples collected from nine
wells were comparable, indicating that 36Cl/Cl
ratios were reproducible.

¥C has a half life of 5,730 years (Fritz and
Fontes, 1980) and can be used to date dissolved-
inorganic carbon in ground water to about 35,000
years before present. Inorganic carbon enters
ground water from precipitation, by dissolution of
carbon dioxide into recharge in the unsaturated
zone, and by dissolution of carbonate minerals.
Bomb-related '*C also can enter ground water,
which will result in underestimated ground-water
ages if activities are not corrected for this source.
The initial activity of “C in recharge and the
activity at a point in the flow system must be
known to date the carbon and estimate
ground-water ages. Estimating ages is a two-part
process: (1) definition of this initial *C activity,
and (2) adjustment of the initial activity for
water-rock reactions that affect the '“C activity of
dissolved-inorganic carbon along the flow path
(Wigley and others, 1978). Many techniques for
correcting '*C activities for water-rock reactions
have been developed (Ingerson and Pearson, 1964;
Tamers, 1975; Fontes and Garnier, 1979; and
Eichinger, 1983), however, it is beyond the scope
of this report to describe these techniques in detail.
Ground-water ages and traveltimes can be calcu-
lated using the corrected '“C activities and the
radioactive-decay equation:

5,730 [ Ana ]
At = 2200, 24| )
In2 A peas
where
At = age or traveltime, in year,
In = natural logarithm,

A,; = initial "C activity, corrected for
reactions assuming no radioactive
decay, and

meas =~ Mmeasured "C activity at a point

downgradient from the initial well.

Sample Coliection and Analytical Methods 9



CHEMICAL EVIDENCE OF LEAKAGE
IN THE N AQUIFER

Ratios of dissolved ions, dissolved-ion and
dissolved-gas concentrations, 3'>C data, *Cl data,
and *H data indicate that water in the D aquifer
could be leaking into the confined part of the N
aquifer in the southeastern part of Black Mesa. On
the basis of the available data, the boundary
between the leaking and nonleaking zones was
drawn as a line that extends in a roughly northeast-
ward to southwestward direction from Rough Rock
to Second Mesa (fig. 4). Additional data are needed
to determine whether the leakage boundary is a
gradual transition, an abrupt change in
ground-water chemistry, or if isolated areas of
leakage occur in the confined part of the aquifer.
Leakage could be occurring northwest of this
boundary, but the amount of leakage is too small to
significantly change the chemistry of water in the
N aquifer. For a constant leakage rate, the propor-
tion of water from the D aquifer into the N aquifer
is larger to the south than to the north of the
boundary because the N aquifer is thinner to the
south. Constituent concentrations and ion ratios in
the D aquifer are varied, few data exist to charac-
terize the spatial distribution of concentrations and
ratios, and recharge areas and flow directions are
not well defined. Additional data are needed to
have meaningful estimates of the amount of
leakage from the D aquifer into the N aquifer.

Ratios of anions in ground water north of the
leakage boundary are different from ratios of
anions in ground water south of the leakage
boundary (fig. 54 and 5B). Thirty-eight ground-
water samples collected north of the leakage
boundary have calcium sodium bicarbonate
compositions. The proportions of sodium and
bicarbonate increase along flow paths from the
recharge area into the confined aquifer (fig. 5A).
Nineteen ground-water samples collected south of
the leakage boundary have sodium compositions
with varying proportions of bicarbonate, sulfate,
and chloride. Nine samples from the D aquifer also
have sodium compositions and proportions of
anions similar to ground water from the N aquifer
south of the leakage boundary, which suggests that
water from the D aquifer is affecting the major ion

chemistry of water in this part of the N aquifer
(fig. 5C).

A one-way analysis of variance using Tukey’s
multiple-comparison test and a 5-percent level of
significance was used to compare ground-water
samples collected north and south of the leakage
boundary and from the D aquifer. Concentrations
of dissolved boron, chloride, and fluoride are
significantly larger south of the leakage boundary
than concentrations to the north (fig. 6), and 5"°C
values for ground water south of the boundary
generally are heavier than those for ground water
north of the boundary. 13C values, however, were
not significantly different at a level of 5 percent.
Concentrations of boron and chloride were not
significantly different between samples south of
the leakage boundary and the D aquifer.

Boron-to-alkalinity ratios south of the leakage
boundary were significantly larger than ratios to
the north, and ratios were nearly constant for most
ground-water samples north of the leakage
boundary (fig. 7). South of the leakage boundary,
these ratios lacked a linear trend in comparison
with those north of the boundary. The constant
ratio indicates that dissolution of aquifer material
controls the concentrations of boron and alkalinity
north of the leakage boundary. The large ratios and
lack of linearity indicate that one or more sources
of boron are leaking into the southern part of the
confined part of the N aquifer. Samples collected
from the Dakota Sandstone and Entrada Formation
of the D aquifer had similar concentrations of
boron and boron-to-alkalinity ratios as samples
south of the leakage boundary. These similarities
indicate that these formations could be the source
of leakage.

For most of the confined part of the N aquifer,
dissolved-oxygen concentration and the partial
pressure of carbon dioxide are significantly corre-
lated (rank correlation of 0.76), and each gas
significantly correlates with water temperature
(-0.65 and -0.67, respectively) and well depth
(-0.76 and -0.74, respectively; fig. 8). The rank
correlation refers to the Spearman rank correlation,
which correlates two variables using their relative
ranking rather than using absolute values and gives
outliers less weight in the correlation. Water
temperature was positively correlated with well
depth (rank correlation of 0.90; fig. 8) and
increases about 5°C/1,000 ft. This slope indicates

10 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aquifer, Black Mesa, AZ
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Figure 4. Flow directions and area of possible [eakage in the N aquifer, Black Mesa area, Arizona.

that the geothermal gradient controls water temper-
atures (Domenico and Palciauskas, 1973). Wells
south of the leakage boundary have significantly
less dissolved oxygen than wells north of the

leakage boundary, indicating that water with small
dissolved-oxygen concentrations is leaking into the
N aquifer or that oxidation-reduction reactions
could be occurring, or both. Wells at the coal mines

Chemical Evidence of Leakage In the N Aguifer 11



EXPLANATION

COMPOSITION ALONG
FLOW PATH

CALCIUM CHLORIDE + FLUORIDE + (NITRITE + NITRATE)
PERCENT OF TOTAL MILLIEQUIVALENTS PER LITER

CALCIUM CHLORIDE + FLUORIDE + (NITRITE + NITRATE}
PERCENT OF TOTAL MILLIEQUIVALENTS PER LITER

Figure 5. Relative compositions of ground-water samples collected from the N and D aquiters, Black Mesa
area, Arizona, 1993-95. A, N aquifer north of leakage boundary. B, N aquifer south of leakage boundary. C, D
aquifer.
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CALCIUM
PERCENT OF TOTAL MILLIEQUIVALENTS PER LITER

Figure 5. Continued.

have unusually large dissolved-oxygen concentra-
tions, which could be caused by aeration in the
wells.

3CI/Cl was measured at 10 wells—8 samples
were from the N aquifer and 2 were from the D
aquifer. *Cl/CI values in the D aquifer are small
(127x10°5 and 10x10-'3; table 10 at the end of the
report) compared with calculated **Cl/Cl values of
about 650x10-'° in precipitation and dry fallout
near the study area (Bentley and Davis, 1982). The
small values may indicate that Cl decay has
occurred and that chloride in the D aquifer is older
than 100,000 years or are related to input of old
chloride from overlying evaporite deposits of the
Mancos Shale (Stanley N. Davis, professor,
University of Arizona, oral commun., 1996).

BCI/C] values from Rocky Ridge, Kayenta
NTUA4, and Peabody #9 were 840x]10°°,
882x10-'%, and 653x10°'%, respectively, which indi-
cates that leakage from the overlying D aquifer has
not affected 3°Cl values and that decay of **Cl has
not occurred; therefore, the chloride in water from
these sites is less than 100,000 years old. *¢Cl/Cl

CHLORIDE + FLUORIDE + (NITRITE + NITRATE)

values from Kykotsmovi PM2, Forest Lake, Rough
Rock, and Pifion wells of 64x10'%, 27x10°15,
2x10°'5, and 308x10°'%, respectively, indicate that
the 3¢C1 in the water has decayed or been diluted
with old chloride from water in the overlying D
aquifer. The small value is indicative of chloride
with an age of more than 100,000 years (Stanley N.
Davis, professor, University of Arizona, oral
commun., 1996). A 3¢CI/Cl value of 16,200x10""°
for Keams Canyon PM2 indicates contamination
from nuclear detonation or *Cl accumulation from
an uranium-rich formation. The large value at
Keams Canyon PM2 is somewhat problematic
because the well is screened in a 200-foot interval
of the Navajo Sandstone.

CARBONATE CHEMISTRY

Understanding the carbonate chemistry of the
N aquifer is necessary to accurately estimate
ground-water ages. This section only focuses on
the carbonate chemistry of the N aquifer north of

Carbonate Chemistry 13
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the leakage boundary. '*C activities south of the
leakage boundary cannot be corrected without
additional data on the D aquifer. The N aquifer is
an unconfined, open system around Shonto where
precipitation recharges the aquifer directly through
the exposed Navajo Sandstone. The open system is
indicated by the high partial pressure of carbon
dioxide (Pcp,) in ground water (Logio(Pco,) =
-2.85) and the '*C activity of carbonates in two soil
samples collected during the study in the uncon-
fined part of the aquifer near Tuba City and Red
Lake, which had 45 and 97 percent modern carbon
(pmc), respectively.

Reactions change the chemistry of ground
water as it flows from the recharge area around
Shonto into the confined parts of the N aquifer
(fig. 9). Calcium and magnesium concentrations
are about 45 and 6 mg/L, respectively, around
Shonto and decrease to less than 10 and 1 mg/L,
respectively, in the confined part of the aquifer.
Alkalinity and sodium concentrations increase by
several factors with distance from Shonto. These
trends reflect water-rock interactions that change
the ionic composition of water from mostly
calcium and bicarbonate in the recharge area to
mostly sodium and bicarbonate in the confined part

14 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aqulifer, Black Mesa, AZ
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Figure 7. Boron concentration as a function of alkalinity relative to the N-aquifer leakage boundary, Black Mesa area,

Arizona.

of the aquifer. These reactions also could change
the 'C activity of dissolved inorganic carbon.

Precipitation becomes acidic by dissolving
carbon dioxide and forming carbonic acid as it
flows through the unsaturated zone. The dissolu-
tion of carbon dioxide in water and the dissociation
of carbonic acid (H,CO;) into hydrogen and bicar-
bonate can be represented by the equation:

+ -
CO,+H,0 = H,CO, = H +HCO;. (3)

The acidic recharge can dissolve carbonate
minerals from aquifer material. Previous investiga-
tions of the mineralogy of the N aquifer (Harsh-
barger and others, 1957; Geotrans, Inc., 1993)

indicate that calcite is the only carbonate mineral
present; calcite (CaCQO,) also can have small
amounts of magnesium. Calcite reacts with
hydrogen ions from carbonic acid and releases
calcium and bicarbonate ions, which would explain
the high concentration of calcium at Shonto:

H'+CaCO, = Ca’" +HCO3. )

The initial "C activity and '*C value of ground
water that flows into the confined part of the
aquifer, therefore, is mostly due to the carbon from
carbon dioxide and calcite in the unsaturated zone.
Ground water is near saturation with calcite at

Carbonate Chemistry 15



8 L T T ] T T T T I T L) T T l T T T T ] T T ¥ L] ‘ T T T AJ ' T T ¥ T [ T T T T

F +

H 1
z Tr + ]
z 7r + + +
z * + Peabod
EE S weuz E
zk r ++ + ]
. +
zZE °F + + g

o [

gm oF + o ]
uz f O y
<>5:: L
%@ r
o3 °F o
5= |
2z 2 3
) r + WELLS NORTH OF LEAKAGE 1
@ BOUNDARY i
) r O WELLS SOUTH OF LEAKAGE

r o BOUNDARY ]

NPV BT 01 00 I o Wit B S .

L PRI I

* + WELLS IN NAQUIFER 1
F ——— REGRESSION LINE

WATER TEMPERATURE, IN DEGREES CELSIUS

10 I 1 1 e l 1 i 1 L I 1t i 1 l I L 1 1 I 'y 1 L " . I A i 1 1 l i 1 1 i l L 1 1 i
0 500 1,000 1,500 2,000 2,500 3,000 3,500 4,000
WELL DEPTH, IN FEET

Figure 8. Dissolved-oxygen concentration and water temperature as functions of wel! depth, Black Mesa area,
Arizona.

Shonto and in most of the confined part of the  1957; Geotrans, Inc., 1993). Silicate hydrolysis
aquifer (table 1). As ground water flows south into 5,4 exchange of calcium for sodium on clays are
the confined part of the aquifer, reactions with
other minerals cause calcite to precipitate, which
results in a decrease in calcium concentrations.

reactions that could affect calcite equilibrium.
Plagioclase is a solid solution of sodium (albite)
Units of the N aquifer are composed mostly of and calcium (anorthite) feldspars and is a reactive

quartz with minor amounts of primary silicates and primary silicate. An example reaction of silicate
secondary minerals, which are coated on the quartz hydrolysis for an intermediate member in the solid
and primary silicates (Harshbarger and others, solution series is:

16  Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aquifer, Black Mesa, AZ



Shonto Peabody wells Forest Lake Kitsillie

50ll|I||l‘v_Fll||l[ll‘tllTlvlIIIII‘Ivlﬁ[llllibllr

10 -

4w||l|[rl‘rvllllnlrnrl'llﬁllllll|1711]lltl[ll||

350 - + -

CONCENTRATION, IN MILLIGRAMS PER LITER

250 - -

150 -

+ @0

o °%

50 - -
.

Y PP, R ST BT RV BRI BN SR R
5 0 5 10 15 20 2 30 35 40
DISTANCE, IN MILES, FROM SHONTO, ARIZONA

EXPLANATION

X CALCIUM @ MAGNESIUM O SODIUM -+ ALKALINITY AS
BICARBONATE

Figure 9. Constituent concentrations as a function of the distance south from Shonto, Arizona.
Carbonate Chemistry 17



Table 1. Saturation indices of ground water from the N aquifer, Black Mesa area, Arizona

Saturation index
well Calcite Dolomite Gypsum Chalcedony Log(Peo,)
Shonto PM4 .......coinrvineinnens 0.072 -0.55 -2.50 0.085 -2.85
Red Lake NTUAI ................... 082 -27 -3.59 -.030 -3.48
Red Lake PM1I ....ccocvvnnrmnnnnene. -077 -48 -3.62 -092 -3.31
Tuba City #3...ccooovrieieenn -26 -1.03 -3.01 -.088 -2.97
Peabody #6....c.....c.covmeininicnnnns -27 -2.22 -3.79 -031 -4.41
Peabody #9.........ccoovvminuiiennns -013 -1.46 -4.18 -.056 -3.84
Kayenta NTUA4 ................... 35 31 -3.25 -.092 -4.06
Chilchinbito NTUAL ............. -026 -94 -5.00 -1 -4.28
Dennehotso PM2.........ccoevuee .60 .82 -3.12 -.063 -4.05
Forest Lake........ccocovvvvreveccnnnes -.001 -.59 3.43 -.10 -4.15
Rough ROCK ...ocvmmerviereienennne -1 -.80 -3.14 -.10 -3.44
Kitsilli. ..o 046 -40 -2.38 -18 -3.44
21107 OO 12 -1.03 -5.25 -36 -5.27
Hard Rocks.....ccccvmeirmiacornnnnnns -19 -1.04 -3.71 -.029 -3.94
Rocky Ridge.......ooeiommmmemuerncns -37 -1.64 -4.98 -11 -4.50
2nd Mesa PM2 ... -12 -1.08 -4.67 -.051 -4.13
Kykotsmovi PM2 .................... -.16 -1.30 -4.85 -.054 -4.62
Hopi HS-1 ..o 26 .24 -2.87 -19 -3.57
Hopi HS-2 ... -.19 -74 -3.18 -21 -3.09
Polacea .....c.covvemcvimniminnriane .022 -.52 -4.41 -18 -4.08
Keams Canyon PM2 .............. -.045 -.50 -4.07 -17 -3.70
Keams Canyon PM3.............. -.048 -48 -4.30 =22 -3.83
(0] 11T I -24 -1.33 -4.98 -15 -4.94
Hotevilla -.020 -1.16 -4.83 -13 -4.70
Burro Spring........covevirinniens .92 .96 -1.85 -.0%4 -3.18
Whisky SPring ........ccoeeeevernas 46 45 -1.31 129 -3.14
Moenkopi School Spring ........ -46 -1.37 -2.41 .026 -2.43
Sand Spring.........coocecevemricinnnne -43 -1.57 -1.99 -035 -247
Burro Corn Spring Well .......... 22 -.96 -2.61 -26 -3.31
Rock Ledge Spring 44 27 -42 14 -2.77
Peabody #7.....c.ccoovrvvivincninenne -1.48 -5.17 -3.44 .06 -2.12
Peabody #2.....ccorveririicicnccnne .38 -1.16 -3.33 .02 -4.01
ShONMO ...t 01 -1.28 -2.44 .1 -2.75
Kayenta PM2.........coevnnanne. .26 -.647 -1.80 .10 -3.05
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1.25C0, + Na, (Ca, ,Al, ,Si, (O, +2.69H,0 =
0.18A1,Si,0, (OH), +
)

0.33 . +
0.22Ca Al .Si, 3,0, (OH), +0.6Na +

032Ca”" +0.63H,Si0, + 1.25HCO; .

The calcium and bicarbonate produced from
this reaction would cause waters that are saturated,
such as ground water near Shonto, to be supersatu-
rated with calcite. Calcite should precipitate as
ground water flows into the confined part of the
aquifer, as indicated by the saturation indices and
decrease in calcium concentrations. Precipitation
of calcite, however, would not affect “C activities
unless isotopic fractionation occurs between calcite
and ground water.

Hydrolysis of plagioclase feldspars produces
an excess amount of bicarbonate compared to
calcium. As calcite precipitates, the ground water
will increase in alkalinity and sodium concentra-
tions and decrease in calcium concentrations, as
observed in the N aquifer (fig. 9). The ratio of

sodium to alkalinity (Na/Alk) in ground water
where silicate hydrolysis is the primary reaction is
determined by the stoichiometry of equation S and,
for this example, is about 0.5. The ratio Na/Alk in
the northern part of the N aquifer is about |
(fig. 10), which indicates other reactions could be
occurring. Wickham (1992) concluded that cation
exchange is another important reaction in the N
aquifer:

Clay—2Na' +Ca”* = Clay—Ca”™ +2Na". (6)

Exchange of calcium for sodium on clays will
increase sodium concentrations and the Na/Alk
ratio, decrease calcium concentrations, and
decrease the saturation of calcite. Cation exchange
could explain why some ground water in the
confined part of the N aquifer is slightly undersatu-
rated with calcite. Calcite could be dissolving
along certain flow paths where cation exchange is
occurring, which would affect the '“C activity of
dissolved inorganic carbon.

NETPATH (Plummer and others, 1994) was
used to determine which combinations of mineral
reactions are possible along flow paths in the N
aquifer north of the leakage boundary. NETPATH
determines the net mass transfer between specified
phases and the initial water to obtain the chemistry
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Figure 10. Sodium as a function of alkalinity north of the leakage boundary, Black Mesa area, Arizona.
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of water at a downgradient site. Isotopic composi-
tion of minerals and gases also can be used to
check the validity of reaction models by comparing
isotopic values computed from the reaction model
with the observed values. Rainwater (Hem, 1985,
p. 36) was reacted with phases to determine how
water chemistry at Shonto and Tuba City evolves;
Shonto PM4 was used as the upgradient well to
calculate reaction models for flow paths from the
recharge area into the confined part of the N
aquifer.

Phases used to estimate the net-mass transfer
along flow paths (table 2) were included on the
basis of previous studies of the N-aquifer miner-
alogy (Harshbarger and others, 1957; Geotrans,
Inc., 1993). Possible weathering products of these
minerals (Drever, 1988) were added to maintain
mass balance, but are not important in estimating
ground-water ages because caicite and carbon
dioxide are the only phases that could affect the
carbonate chemistry and '*C activities. Although
aluminum was not analyzed in water samples, it
was constrained at 10 pg/L in all mass-balance
calculations to prevent unrealistic concentrations
from occurring. Carbon, silica, calcium, magne-
sium, sodium, and potassium also were constrained
by specifying their upgradient and downgradient
concentrations. Sulfur and chloride were not
constrained for reaction models between Shonto
and the confined aquifer because sulfur- and chlo-
ride-bearing minerals have not been found in the N
aquifer; evaporative concentration, however,
could cause the precipitation of these minerals in
the unsaturated zone of the recharge area. Concen-
trations of sulfur and chloride in the confined
aquifer north of the leakage boundary are small,
and ground waters are undersaturated with sulfate
and chloride minerals. NETPATH could calculate
precipitation of sulfur and chloride minerals
because of these small differences in sulfate and

chloride concentrations, but precipitation is not
thermodynamically possible. Differences in
concentration of sulfur and chloride are likely due
to variations in the composition of recharge.
Solid-phase samples collected during this study
and by Geotrans, Inc. (1993) indicate the mean
8'3C of calcite in the N aquifer is about -3.2%,.
8'3C of carbon dioxide in soils from southeastern
Arizona is about -19.9%/_, today (Robertson, 1992)
and is similar to values from other arid areas of the
West (Parada, 1981; Wood and Petraitis, 1984;
Thorstenson and others, 1990). This value was
assumed to be the mean 8'3C for carbon dioxide.
Calculated §'*C values from reaction models were
compared with observed values to determine if the
models were plausible.

No unique reaction models were found that can
account for the difference in chemistry along any
of the flow paths. Only certain models, however,
resulted in a 83C value similar to the observed
value at the downgradient well (table 3). These
reaction models are variations of similar combina-
tions of reactions because only two carbonaceous
phases can affect carbon-isotope values; reaction
models that calculated 8'*C values similar to the
observed value also calculated similar mass
balances of carbonaceous phases. Positive values
of moles reacted (table 3) indicate dissolution and
negative values indicate precipitation.

GROUND-WATER AGES

NETPATH (Plummer and others, 1994) also
was used to estimate ground-water ages and
traveltimes along flow paths. NETPATH has
several adjustment methods for calculating the
initial '*C activity, adjusts '*C activities for
water-rock reactions between the initial and final
well in a flow path, and estimates ground-water

Table 2. Phases used to model evolution of ground-water chemistry, Black Mesa area, Arizona

[Ca, calcium; Na, sodium: K, potassium; Mg, magnesium]

Albite Anorthite Calcite

Gibbsite Ilite
Silica

Na-montmorillonite Potassium feldspar

K-montmorillonite

Carbon dioxide Ca-Na exchange

Kaolinite Mg-Na exchange
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Table 3. Example results of reaction models in the unconfined and confined parts of the N aquifer, Black Mesa area,

Arizona
Reaction Moles Moles Moles  Computed  Observed
mode! Phase reacted Phase reacted Phase reacted 3¢ s13¢
"1 Caldite 143 Potassium 0.023  Gibbsite 0.023 72 27
feldspar (At Shonto (At Shonto
PM4) PM4)
Si0, 18  Mg/Na -23  CO,gas 74
exchange
Ca/Na 36
exchange
2 Calcite 1.43 Potassium 031 Illite -.014 7.2 1.7
feldspar (AtShonto (At Shonto
PM4) PM4)
Si0, 20 MgNa -23  COygas 74
exchange
Ca/Na 36
exchange
1 Calcite -.87 Anorthite 24 Mg/Na 22 -8.3 -8.7
exchange (At Peabody (At Peabody
#9) #9)
Si0, -26  Gibbsite -39
Ca/Na 35 Illite -.038
exchange
2 Calcite -87 Anorthite 23 Gibbsite =30 83 -8.7
(At Peabody (At Peabody
#9) #9)
Si0, -12 Potassium -070 Mg/Na 23
montmorillo- exchange
nite
Ca/Na 34
cxchange

1 Calcite .56 Anorthite 62 Potassium 1.6 6.8 -7.1
montmorillo- (At Pifion) (At Pifon)
nite

Sio, -3.7 Gibbsite -29
Ca/Na 22 Illite -.94
exchange
2 Calcite .56 Ca/Na 2.0 Mg/Na 22 -6.8 -7.1
exchange exchange (At Pifion) (At Pidon)
SiO, -42 Gibbsite -.69
Anorthite 40 lite -.047
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Table 4. Ranges in isotopic composition of carbonaceous phases used in correcting '*C activities

[~ o data]

Carbon dioxide

Calcite

Maximum

8'3C, in per mil
14C, in percent modern carbon

813, in per mil
14C, in percent modern carbon

Mean

100

Minimum Maximum Mean Minimum

69

-3.2
71

~0.05

97 45

-6.9

05
20

232
10

ages from equation 2. The isotopic composition of
carbonaceous phases must be known or estimated
to make the corrections.

The isotopic composition of carbonaceous
phases is variable, so ranges in the isotopic compo-
sitions (table 4) were used to determine how this
vanability affects estimated ages in the unconfined
and confined parts of the aquifer. Solid-phase
samples collected during this study and by
Geotrans, Inc, (1993) indicate the mean 8'°C of the
N aquifer is about -3.2%/_, with a standard deviation
of about 3.7°/_. Carbonates in two soil samples
collected during the study in the unconfined part of
the aquifer near Tuba City and Red Lake had '“C
values of 45 and 97 pmc, respectively. The mean
813C of carbon dioxide in the unconfined part of the
aquifer was assumed to be -19.9%/_, (Robertson,
1992) and was varied by 25 percent for the
maximum and minimum values. A C value of
100 pmc also was assumed for carbon dioxide in
all calculations. The confined part of the aquifer is

"~ a closed system; therefore, reactions involving
carbon dioxide were not considered. “C of carbon-
ates in the confined part of the aquifer has not been
measured, therefore, values were varied between
0 and 20 pmc.

The initial '"C activity of recharge and
ground-water ages at Shonto and Tuba City were
estimated using several comection methods
(Ingerson and Pearson, 1964; Tamers, 1975; Fontes
and Gamier, 1979; and Eichinger, 1983). These
models are most appropriate in recharge areas
where calcite is dissolving (Plummer and others,
1994), such as in the unsaturated zone of the

unconfined aquifer. The initial "C activity of
recharge also was estimated from reaction models
of rain and phases that evolved the chemistry at
Shonto. The “C activity of rain was vaned
between 87 and 150 pmc, which are the ranges
found in rain during atmospheric testing (Fritz and
Fontes, 1980), to evaluate the potential bias from
bomb-related '“C.

The Fontes and Gamier (1979) and Ingerson
and Pearson (1964) models are the most commonly
used adjustment methods. Results of these methods
and of the reaction model were virtually identical
(table 5), and results were most affected by uncer-
tainty in the "C activity of calcite. The Tamers
model is unaffected by varying 8"C values and
results were similar to the other methods at higher
1C activities of calcite. The Eichinger model gave
negative ages for all cases and was not used.
Adjustment methods using mean-isotope values
indicate the initial activity of recharge at Shonto is
about 80 pmc. Estimated ages from the methods
using ranges in isotopic composition of carbon-
aceous phases provide an estimate of the uncer-
tainty in the initial *C activity and ground-water
age at Shonto; the bias due to bomb-related "C is
negligible in comparison to the uncertainty in age.
Estimated ages in the unconfined part of the
aquifer varied by about 50 to about 300 percent.
The large uncertainty in estimated ages is due
mostly to the large variance in the *C activity of
the two soil samples. Additional data are needed to
better characterize recharge processes near Shonto,
the '*C activity of calcite, and the age of ground
water in the Black Mesa area.
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Table 5. Sensitivity analysis of the initial *4C activity of recharge and ground-water age at Shonto PM4, Black Mesa
area, Arizona

{The MC activity of carbun dioxide was 100 percent modem carbon (pmc) in all calculations; 5C, in per mill; A, initial 14C activity at Shonto]

Ingersonand  Fontes and Gamier

Calclte Pearson (1964) {1979) Tamers (1975) Reaction model
Rain with
Rain with 87 pme 150 pmc
Age, Age, Age, in Age, in Age, In

e C A, inyears Ag inyears Ao years Ag years Ag years

-

0.05 98, N 4,100 , ' 4,100 98.6 4,200 98.1 4,100 99.5 4,200

97 -3.2 97.8 4,100 97.8 4.100 98.6 4,200 97.8 4,100 99.2 4,200
-6.9 97.2 4,000 97.1 4,000 98.6 4,200 96.8 4,000 98.2 4,100

.05 823 2,700 822 2,700 85.9 3.000 84.0 2,800 854 3,000

71 -3.2 78.8 2,300 78.6 2,300 85.9 3,000 81.0 2,500 824 2,700
-6.9 72.3 1,600 724 1,600 85.9 3.000 71.4 1,500 72.7 1,600

.05 66.4 890 66.2 870 73.3 1,700 64.5 650 65.9 830

45 -3.2 9.8 28 59.5 -14 73.3 1,700 64.3 630 65.7 800

484

-1,700 47.7 -1.800 73.3 1,700 459 -2,200 473 -1,900

.05 97.9 4,100 97.9 4,100 98.6 4,200 98.4 4,100 99.2 4,200

97 -3.2 97.6 4,100 97.6 4,100 98.6 4,200 974 4,100 99.2 4,200
6.9 97.1 4,000 97.1 4,000 98.6 4,200 96.4 4.000 98.2 4,100

.05 80.0 2,400 80.0 2,400 85.9 3,000 80.6 2,500 82.4 2,700

71 -3.2 71.0 2,100 76.8 2,100 85.9 3,000 80.5 2,500 823 2,700
-6.9 72.3 1,600 72.0 1.600 85.9 3,000 70.9 1,600 72.7 1,500

.05 62.0 320 618 310 73.3 1,700 63.8 560 65.6 790

45 -3.2 56.4 -460 56.1 -500 73.3 1,700 63.8 560 65.6 790

-6.9 474 -1,900 46.9 -2,000 73.3 1,700 45.5 -2,200 473 -1,900

99.7 4,200

97 -3.2 98.1 4,100 98.1 4,100 98.6 4,200 97.4 4.100 9.1 4,200
-6.9 973 4,000 113 5.300 98.6 4,200 96.4 4,000 98.2 4,100

.05 B5.9 3,000 85.9 3,000 85.9 3,000 B5.3 3,000 87.1 3.100

71 -3.2 82.1 2.600 8L.9 2,600 85.9 3,000 80.6 2,500 824 2,700
6.9 73.9 1.800 181 9,200 85.9 3.000 70.9 1,400 72.7 1,600

05 733 1,700 733 1,700 733 1,700 72.8 1,600 74.6 1,800

45 -3.2 66.0 840 65.8 810 73.3 1,700 64.4 640 66.2 870
-6.9 504 -1400 249 11,800 733 1,700 45.5 -2,200 473 -1,900
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The '“C activity measured in ground water at
Shonto (59.6 pmc) was used as the initial activity
of water that enters the confined part of the aquifer
because sensitivity analysis indicated that bias due
to bomb-related '*C is negligible. Traveltimes for
ground water that flows from Shonto to wells in the
confined part of the aquifer were estimated by
correcting the measured '*C activity at Shonto for
water-rock reactions, then using this corrected
value and measured '*C activities in the confined
part of the aquifer directly in equation 2. Most of
the ground water in the confined part of the N
aquifer is saturated with calcite, and reaction
models indicate precipitation of calcite is likely
along flow paths. Precipitation of calcite would not
affect '*C activities and estimated ground-water
ages; however, isotopic fractionation can occur
during precipitation (Turner, 1982). Plummer and
others (1994) note that isotopic fractionation
should only be considered when evidence indicates
fractionation is occurring. Isotopic fractionation
was not included because of the lack of evidence.

Although reaction models were not unique,
estimated traveltimes from Shonto to wells in the
confined aquifer were found to be robust because
only two carbonaceous phases can affect
carbon-isotope values; reaction models that
resulted in a 8'>C value similar to the observed
value (table 3) also calculated similar traveltimes.
Few reactions affect the carbonate chemistry of the
N aquifer north of the leakage boundary; therefore,
differences in 'C activities are due mostly to
radioactive decay and not to reactions with carbon-
aceous material.

A mean age of 2,700 years was used for
ground water in the Shonto area; the uncertainty in

this age is about 2,000 years. Mean ages in the
confined part of the aquifer are the sum of travel-
times and the mean age of ground water at Shonto
(table 6). Ages in the confined part of the N aquifer
were consistent with **Cl/Cl ratios, which indi-
cated an age of less than 100,000 years. All ages
are given to two significant figures because of the
large uncertainties. The uncertainty in traveltimes
from Shonto to wells in the confined part of the
aquifer was assumed to be 1,000 years because,
relative to estimates of ground-water age at
Shonto, fewer factors can affect traveltime esti-
mates. Uncertainty of ages in the confined part of
the aquifer was estimated as the sum of uncertainty
in ground-water age at Shonto and uncertainty in
traveltimes for a total uncertainty of 3,000 years.

Ground water at Red Lake NTUAI1 and
Kayenta NTUA4 had not mixed with water from
another source, but *H was detected at Red Lake
NTUAL and heavy 6'%0 and &H values were
measured at Kayenta NTUA4. The H and heavy
8'30 and 8°H values indicated that ground water at
these wells had mixed with younger water of the N
aquifer. The estimates for Red Lake NTUA1 and
Kayenta NTUA4, therefore, represent minimum
ages (table 6).

GROUND-WATER FLOW
DIRECTIONS

3H data indicate that rain and snowmelt
recharge the N aquifer along the periphery of Black
Mesa where the Navajo Sandstone is exposed and
that recent recharge to the east, west, and south of
Black Mesa mixes with older ground water that

Table 6. Estimated ground-water ages at wells in the Black Mesa area, Arizona

1 : 1

Well name "ﬁ";;“r: U“‘:‘;':z’;" Well name ":f;‘e‘:g: U’.':;"e:'r’;'y
Shonto PM4................... 2,700 2,000 [Tuba City #3 ................ 2,500 2,000
Red Lake NTUA12 9,800 3,000 Peabody #6 .............. 17,400 3,000
Peabody #9 ................... 20,000 3,000 Kayenta NTUA4Z ........ 29,000 3,000
Chilchinbito NTUAL ..... 34,000 3,000 Forest Lake ................. 34,000 3,000
Piflon..creeereeeereeeceens 35,000 3,000 Hard Rocks ................. 28,000 3,000
Rocky Ridge.... 28,000 3,000

IRepresents traveltime from Shonto plus 2,700 years (does not apply to Shonto or Tuba City).
ZRepresents a minimum age because isotope data indicate ground water at these wells had mixed with younger water of the N aquifer.
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discharges from the confined part of the aquifer
and flows away from Black Mesa. Ground water
younger than about 45 years occurs only in the
unconfined parts of the N aquifer or in the margins
of the confined part of the aquifer (near Red Lake
and Rough Rock). *H activities were greater than
the minimum detection level in 4 of 12 samples
from the N aquifer; the activities in the four
samples ranged from 0.4 to 1.1 pCi/L. Current
recharge rates and ground-water velocities are too
small for 3H to be detected in all but the margins of
the confined part of the N aquifer. Isochrons
(fig. 11) and equipotentials (Eychaner, 1983; fig. 3)
indicate that recharge to the confined part of the
aquifer occurs north of Black Mesa.

Ground-water ages, estimated at 11 wells,
increase gradually from a few thousand years near
Shonto to about 35,000 years in the confined part
of the aquifer in the south-central and eastern parts
of Black Mesa (fig. 11). A sufficient number of
wells were sampled in the central and eastern areas
of the confined part of the aquifer to interpolate
isochrons. The isochron patterns are similar to
equipotentials in these areas (Eychaner, 1983).
Data, however, are sparse in the area of Moenkopi
Wash. Isochron patterns around Moenkopi Wash
were extrapolated on the basis of ground-water
levels (Eychaner, 1983). Although “C data were
collected from wells on the Hopi Indian Reserva-
tion and at Rough Rock, ground-water ages were
not estimated because chemical data indicated that
ground water had mixed with ground water from
another source. Data from Hard Rocks and Forest
Lake also could be affected by mixing with this
source, and water at Red Lake and Kayenta
NTUA4 has mixed with younger water from the N
aquifer. Improved estimates of ages at Red Lake
and Kayenta NTUA4 could change the locations of
the 10,000- and 30,000-year isochrons. The esti-
mated ages of ground water at Hard Rocks and
Forest Lake are shown in figure 11, but were not
used in Jocating the 30,000-year isochron. Addi-
tional data are needed to accurately estimate
ground-water ages at these wells.

Most recharge occurs in an area near Shonto
where the Navajo Sandstone is exposed at eleva-
tions above 6,300 ft (fig. 3, B—B'; and fig. 4).
Ground water flows in a south-southeastward
direction from the recharge area and into the
confined part of the aquifer underneath the mesa.

Isochrons and equipotentials (Eychaner, 1983)
indicate that ground-water flow paths diverge to
the northeast and southwest in the confined part of
the aquifer, which results in a ground-water divide.
The axis of the ground-water divide was approxi-
mated by a straight line that is perpendicular to all
of the isochrons. The discontinuity of the Navajo
Sandstone could force ground water to diverge.
Ground water discharges from the confined part of
the aquifer into Laguna Creek and Moenkopi Wash
and from springs near the contact between the
Kayenta and Chinle Formations southwest of
Kykotsmovi and southeast of Rough Rock.

From isochrons (fig. 11), cross sections (fig. 3),
and an equal-thickness map of the N aquifer
(Eychaner, 1983, fig. 4), it was estimated that about
94 percent of the water in the confined part of the
aquifer is older than 10,000 years (table 7). §'*0
and 5°H data indicate that this older water was
recharged during glacial periods (at least 10,000
years before present) when the climate was much
colder than today. Mean values of §'*0 and 5?H in
35 ground-water samples from the confined part of
the aquifer are 3.3 and 20.1°%/, lighter, respectively,
than mean values in 11 samples from the uncon-
fined part of the aquifer (fig. 124). The heavier
composition of recent recharge may be due, at least
in part, to climatic warming since the last glacial
period. The observed average shift of about 3.3%,,
in 8'*0 indicates that glacial period temperatures
were about 5.9°C cooler than present temperatures
(L. Niel Plummer, hydrologist, U.S. Geological
Survey, written commun., 1996). In addition, other
paleoclimate studies have found a 5°C shift in
recharge temperature for glacial-age water from
the Southwest (Anderson, 1993). The shift to
precipitation that is enriched with heavier isotopes
is demonstrated by the changes in 8'%0 and &H
values along the ground-water flow path from
Shonto to Kitsillie (fig. 128).

The relation between 8'*0 and 8?H in meteoric
water is represented by:

8’ = 85"%0+d, 7

where d is the deuterium-excess parameter. Craig
(1961) found that the global mean value of 4 for
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Figure 11. Ground-water age in the N aquifer, Black Mesa area, Arizona. Ground-water ages have an uncertainty
of 2,000 years in the unconfined area and an uncertainty of 3,000 years in the confined area.

freshwater sources is +10%,,; however, the value
of d may differ significantly from area to area and
may differ over geologic time (Coplen, 1993). For
instance, the cooler and more humid conditions
during the Pleistocene glaciation were character-
ized by ZH-depleted waters (Merlivat and Jouzel,

1979) resulting in a d value less than +10%,,. The
slope of 8'%0 and 8?H data from the confined part
of the aquifer is similar to the slope of the global
meteoric water line (Craig, 1961) but is depleted in
H (fig. 12A) with a d value of about 4%, The
slope, however, indicates that recharge occurred
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Figure 12. Oxygen and hydrogen isotopes in ground water, Black Mesa area, Arizona. A, Relation between 52H
and 890 composition. B, Relation between §2H and distance from Shonto, Arizona.

under temperate conditions without intense evapo-
ration.

The heavy isotopic composition of water from
the unconfined part of the aquifer and deviation of
the slope from the global meteoric water line are
due to the high evaporation rates of the current
semiarid and arid climate (Gat, 1981). One sample

from the confined part of the aquifer, at Kayenta
PM2, has a heavy isotopic composition similar to
that of samples from the unconfined part of the
aquifer. The similarity suggests that this well is
capturing ground water from the unconfined part of
the N aquifer that had been recently recharged.
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RECHARGE RATES AND
HYDRAULIC CONDUCTIVITY

The small percentage of water younger than
10,000 years in the confined part of the aquifer
(fig. 11) and 8'%0 and &?H data (fig. 12) indicate
that recharge is occurring at a lower rate than
during the last glacial period. Changes in recharge
rates owing to climate change were estimated from
the volume of water stored in the aquifer between
consecutive isochrons (table 7). The volume of
water in storage was estimated from the area
between isochrons, average aquifer thickness
(fig. 11, this report; Eychaner, 1983, fig. 4), and
effective porosity. Ranges in recharge rates were
estimated by using effective porosities between
0.25 and 0.35, which is the range in 24 samples
from the Navajo Sandstone (Cooley and others,
1969, p. A47). Porosity measured in five samples
of the Navajo Sandstone (Geotrans, Inc., 1993) had
a similar range and did not change significantly
with increasing confining stress. The estimation of
recharge rates depends on the amount of data avail-
able to interpolate isochrons, and few data exist to
control the position of the 10,000-year isochron.
The age of ground water at Shonto was assumed to
be the youngest water in the confined part of the
aquifer and was used to estimate average annual
recharge during the last 10,000 years.

Estimates of average annual recharge in the
northwestern part of the study area during the
glacial periods was about four times the average
annual rate of the past 10,000 years (table 7).
Although uncertainties exist in the estimated
values of recharge rate, the greater recharge rate for
the glacial periods is well outside the level of
uncertainty for the recharge calculation and coin-
cides with known climatic changes. A wetter
climate and corresponding higher recharge rates in
the southwestern United States have been hypothe-
sized on the basis of numerous paleoclimate
studies (see for example, Galloway, 1970; Van
Devender, 1977; Brakenridge, 1978; Van Devender
and Spaulding, 1979; Wells, 1979; Van Devender,
1990; and Anderson, 1993). Eychaner (1983)
assumed annual recharge to be about 4,800 acre-ft
for the Shonto area, which is more than the
maximum value of 3,500 acre-ft for the period
10,000 to 2,700 years ago determined in this study.
The estimated annual recharge rate for the period
10,000 to 2,700 years ago may be underestimated
because of the unknown age of the ground water at
the boundary between unconfined and confined
ground-water conditions. This study assumed a
ground-water age of 2,700 years at the boundary
on the basis of the ground-water age estimated at
the Shonto well, which is 6 mi from the boundary.
A ground-water age at the boundary of about 5,500
years would result in an estimated recharge rate

Table 7. Estimated ranges in recharge rates for ground water of different ages in the confined part of the N aquifer,

Black Mesa area, Arizona

Average Recharge rate, in acre-feet per year
Average volume of -
Age range Area, thickness of ground waterin Effective porosity
of ground water, in square aqulfer, storage, in
in years before present miies in feet’ acre- 025 03 0.35
2,700-10,000 104 1,100 22,000,000 2,500 3,000 3,500
10,000-15,000 219 1,000 40,700,000 6,800 8,100 9,500
15,000-20,000 234 833 37,400,000 6,200 7,500 8,700
20,000-25,000 347 750 50,000,000 8,300 10,000 11,700
25,000-30,000 601 600 69,200,000 11,500 13,800 16,200
Greater than 30,000 1,929 200 74,100,000
Totals 3,434 293,400,000

1 From Eychaner (1983); and figure 3.

2A porosity of 0.3 was used in estimating average volume in storage.
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equivalent to that estimated by Eychaner (1983).
Although estimates are approximate and average
annual recharge rates for this period may not be
equivalent to current recharge rates, the actual
recharge in the Shonto area could be less than what
Eychaner (1983) assumed. Given the uncertainties
of the ground-water age at the boundary, the loca-
tion of the 10,000-year isochron, and thickness and
porosity of the aquifer, it iS not certain that
recharge estimates for the past 10,000 years differ
from those of earlier studies. A lower actual
recharge rate than was used in numerical models,
however, could explain the differences between
calculated and observed water-level declines in the
Kayenta area (Littin, 1992). Differences in rates for
25,000 to 10,000 years are not significant for the
accuracy of this estimation technique. ’

Total volume of ground water in the saturated
N aquifer is estimated to be about 293 million
acre-ft (table 6). Eychaner (1983, p. 11) conserva-
tively estimated storage in the N aquifer to be
about 180 million acre-ft. The difference between
these estimates is due, at least in part, to the use of
a specific yield of 0.10 by Eychaner and a porosity
of 0.3 in this report.

Hydraulic-conductivity values were estimated
from average linear velocity (9;), effective
porosity, and from Darcy’s Law (equation B),
which describes flow through a porous medium.

9, = KxlI, (®)
where
9, = specific discharge,
K = horizontal-hydraulic

conductivity, and
hydraulic gradient.

The specific discharge is related to the average
linear velocity by:

q; = gzxn, )]

where

n = effective porosity.

Average linear velocities were estimated from
ground-water ages by dividing the distance along
northeast and southwest flow paths by the differ-
ence in age between the isochrons. The average
linear velocity does not describe the actual velocity
because a water molecule travels along a tortuous
path through an aquifer. Average linear velocities
along the northeast and southwest flow paths are
about 5.4 and 7.3 fi/yr, respectively. Hydraulic
gradients estimated from the water-level map of
1964 (Eychaner, 1983) are 0.0038 for the northeast
flow path and 0.0043 for the southwest flow path
(fig. 4). Hydraulic conductivity of the N aquifer
was calculated by rearranging equation 8 and
substituting equation 9 for g, so that

K =gq.,xn/I. (10)

Using effective porosities from 0.25 to 0.35,
hydraulic conductivities varied from 0.95 ft/d for
the northeast flow path to 1.16 ft/d for the south-
west flow path. These values are similar to
hydraulic-conductivity values calculated from
more than 40 aquifer tests, which ranged from 0.05
to 2.1 ft/d and averaged 0.65 ft/d (Eychaner, 1983).
A hydraulic conductivity of 0.65 ft/d was used for
most of the study area in the numerical models
developed for the Black Mesa area (Eychaner,
1983; Brown and Eychaner, 1988).

SUMMARY

The Black Mesa area in Arizona, home of The
Navajo Nation and Hopi Tribe, is an arid to semi-
arid region with sparse water supplies. Most of the
water demands are met by pumping from the N
aquifer, and increasing pumpage has raised
concerns about the adequacy of the N aquifer to
meet tribal and industrial needs without causing
adverse effects on the water resources of the
region. Geochemical techniques were used as an
independent means of improving the conceptual-
flow model in the N aquifer and estimating
recharge rates and hydraulic conductivities.

Dissolved-ion and dissolved-gas concentra-
tions; ratios of dissolved ions; and 3H, 3*Cl, and !3C
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data indicate that water from the D aquifer may be
leaking into the southeastern part of the confined
part of the N aquifer. The boundary between the
leaking and nonleaking zones is defined roughly by
a line from Rough Rock to Second Mesa and sepa-
rates ground waters that have significantly different
chemistries. Few data exist on the chemistry of the
ground water in the D aquifer; therefore, the
amount of leakage cannot be quantified.

Estimated ground-water ages increase gradu-
ally from recent age in the recharge area near
Shonto to at least 35,000 years old in the confined
part of the aquifer in the south-central and eastern
parts of Black Mesa. Ground water flows
south-southeastward from the recharge area and
into the confined part of the aquifer underneath the
mesa. A ground-water divide results as ground
water flows cither northeastward or southwestward
in the confined part of the aquifer. Ground water
discharges from the confined part of the aquifer
into Laguna Creek and Moenkopi Wash and from
springs southwest of Kykotsmovi and southeast of
Rough Rock. Recent recharge along the periphery
of Black Mesa mixes with older ground water that
discharges from the confined part of the aquifer
and flows away from Black Mesa.

Ground-water ages and §'%0 and 6?H data indi-
cate that more than 90 percent of the water in the
confined part of the aquifer is older than
10,000 years and was recharged during glacial
periods. Estimates of average annual recharge in
the northwestern part of the study area during the
glacial periods was about four times the average
annual rate of the past 10,000 years. Recent
(2,700--10,000 years before present) recharge rates
are estimated to be between 2,500 and 3,500
acre-fi/yr in the Shonto area. Estimated hydraulic
conductivities were 0.95 and 1.16 fi/d for the
northeast and southwest flow paths, respectively.
These values are within the range of hydraulic
conductivities calculated from aquifer tests, which
ranged from 0.05 to 2.1 f/d and averaged 0.65 ft/d.

REFERENCES CITED

Anderson, R.S., 1993, A 35,000 year vegetation and
climate history from Potato Lake, Mogollon Rim,
Arizona: Quaternary Research, v. 40, p. 351-359.

Bentley, H.W,, and Davis, S.N., 1982, Applications of
AMS to hydrology, in Kutchera, M., ed., 2nd
Annual Symposium on Accelerator Mass
Spectrometry, Argonne National Laboratories,
no 81-1, p. 193-227.

Brakenridge, G.R., 1978, Evidence for a cold, dry
full-glacial climate in the American Southwest:
Quatemary Research, v. 9, p. 22—40.

Brown, 1.G., and Eychaner, J.H., 1988, Simulation of
five ground-water withdrawal projections for the
Black Mesa area, Navajo and Hopi Indian
Reservations, Arizona: U.S. Geological Survey
Water-Resources Investigations Report 884000,
51p.

Cooley, M.E., Harshbarger, J.W., Akers, J.P., and Hardt,
W.F., 1969, Regional hydrogeology of the Navajo
and Hopi Indian Reservations, Arizona, New
Mexico, and Utah: U.S. Geological Survey
Professional Paper 521-A, 61 p.

Coplen, T.B., 1993, Uses of environmental isotopes, in
Alley, WM, ed., Regional Ground-Water Quality:
New York, Van Nostrand Reinhold, p. 227-254.

Craig, Harmon, 1961, Isotopic variations in meteoric
waters: Science, v. 133, p. 1702-1703.

Domenico, P.A., and Palciauskas, V.V., 1973,
Theoretical analysis of forced convective heat
transfer in regional groundwater flow: Geological
Society of America Bulletin, v. 84, no. 12,
p. 3803-3814.

Drever, 1.1, 1988, The geochemistry of natural waters:
Englewood Cliffs, New Jersey, Prentice Hall
Publishers, 437 p.

Eichinger, L., 1983, A contribution to the interpretation
of 1C groundwater ages considering the example of
a partially confined sandstone aquifer: Radiocarbon,
v. 25, no. 2, p. 347-356.

Eychaner, J.H., 1983, Geohydrology and effects of water
use in the Black Mesa area, Navajo and Hopi Indian
Reservations, Arizona: U.S. Geological Survey
Water-Supply Paper 2201, 26 p.

Fontes, Jean-Charles, and Gamier, Jean-Marie, 1979,
Determination of the initial '4C activity of the total
dissolved carbon—A review of the existing models
and a new approach: Water Resources Research,
v. 15, no. 2, p. 399-413.

Fritz, P., and Fontes, Jean-Charles, eds., 1980,
Handbook of environmental isotope geochemistry,
v. 1: Amsterdam, Elsevier Scientific Publishing
Company, 545 p.

Galloway, RW., 1970, The full-glacial climate in the
southwestern United States: Annals of the
Association of American Geographers, v. 60, no. 2,
p. 245-256.

30 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraullc Conductlivity, N Aquiter, Black Mesa, AZ



Gat, J.R., 1981, Isotopic fractionation, in Stable Isotope
Hydrology, Deuterium and Oxygen-18, in Gat, J.R.,
and Gonfiantini, R., eds., The Water Cycle: Vienna,
Intemnational Atomic Energy Agency, Technical
Reports Series No. 210, p. 21-34.

Geotrans, Inc., 1993, Investigation of the D- and
N-aquifer geochemistry and flow characteristics
using major ion and isotopic chemistry,
petrography, rock  stress  analyses, and
dendrochronology, Black Mesa area, Arizona:
Boulder, Colorado, Geotrans, Inc., Project No.
8369.400, v.p.

Harshbarger, J.W., Repenning, C.A., and Irwin, J.H,
1957, Stratigraphy of the uppermost Triassic and the
Jurassic rocks of the Navajo country: U.S.
Geological Survey Professional Paper 291, 74 p.

Harshbarger, J.W., Lewis, D.D., Skibitzke, H.E.,
Heckler, W.L., and Kister, L.R., 1966, Arizona
Water: U.S. Geological Survey Water-Supply Paper
1648, 85 p.

Hem, J.D., 1985, Study and interpretation of the
chemical characteristics of natural water: U.S.
Geological Survey Water-Supply Paper 2254,
263 p.

Ingerson, E., and Pearson, F.J., 1964, Estimation of age
and rate of motion of ground water by the '*C
method, in Recent Researches in the Fields of
Hydrosphere,  Atmosphere, and  Nuclear
Geochemistry, Sugawara Festival Volume: Tokyo,
Maruzen Co., p. 263-283.

Koide, Minoru, Michel, R.L., Goldberg, E.D., Herron,
M.M., and Langway, Chester, 1982, Character-
ization of radioactive fallout from pre and post
moratorium tests to polar glaciers: Nature, v. 296,
p. 544-547.

Michel, R.L., 1976, Tritium inventories of the world
oceans and their implications: Science, v. 263,
p. 103-106.

1989, Tritium deposits over the continental
United States, 1953—1983: IAHS Third Scientific
Assembly, Symposium |, Atmospheric Deposition,
International Association of Hydrological Sciences,
p. 109-115.

Litin, G.R,, 1992, Results of ground-water,
surface-water, and water-quality monitoring, Black
Mesa area, northeastern Arizona—1990-91: U.S.
Geological Survey Water-Resources Investigations
Report 924045, 32 p.

Littin, G.R., and Monroe, S.A., 1995, Resuits of
ground-water, surface-water, and water-quality
monitoring, Black Mesa area, northeastern Arizona,
1994: U.S. Geological Survey Water-Resources
Investigations Report 954238, 25 p.

Merlivat, L., and Jouzel, J., 1979, Global climatic
interpretation of the deuterium-oxygen 18
relationship for  precipitation:  Journal of
Geophysical Research, v. 84, p. 5029-5033.

Muir, K.S., and Coplen, T.B., 1981, Tracing
ground-water movement by using the stable
isotopes of oxygen and hydrogen, Upper Penitencia
Creek alluvial fan, Santa Clara Valley, California:
U.S. Geological Survey Water-Supply Paper 2075,
18 p.

Parada, C.B., 1981, Isotopic composition of soil carbon
dioxide in the Tucson basin: Tucson, University of
Arizona unpublished master’s thesis, 85 p.

Peterson, Fred, 1988, Stratigraphy and nomenciature of
Middle and Upper Jurassic rocks, Western Colorado
Plateau, Utah and Arizona, in Revisions to
stratigraphic nomenclature of Jurassic and
Cretaceous rocks of the Colorado Plateau: U.S.
Geological Survey Bulletin 1633-B, p. 17-56.

Plummer, L.N., Prestemon, E.C., and Parkhurst, D.L.,
1994, An interactive code (NETPATH) for
modeling net geochemical reactions along a flow
path—Version 2.0: U.S. Geological Survey
Water-Resources Investigations Report 94-4169,
130 p.

Radtke, D.B., and Wilde, F.D., eds., in press, National
field manual for collection of water-quality data:

US.  Geological Survey Techniques of
Water-Resources Investigations, book 9, chap. A6
(in press).

Robertson, F.N., 1992, Radiocarbon dating of

groundwater in a confined aquifer in southeast
Arizona: Radiocarbon, v. 34, no. 3, p. 664—676.

Tamers, M.A., 1975, Validity of radiocarbon dates on
groundwater:  Geophysical ~ Surveys, v. 2,
p. 217-239.

Thorstenson, D.C., Weeks, E.P., Haas, H., and
Woodward, J.C, 1990, Physical and chemical
characteristics of topographically affected airflow in
an open borehole at Yucca Mountain, Nevada, in
Proceedings of the Topical Meeting on Nuclear
Waste Isolation in the Unsaturated Zone—Focus
‘89: American Nuclear Society, Inc., September
17-21, 1989, Las Vegas, Nevada, p. 256-270.

Tumer, J.V., 1982, Kinetic fractionation of carbon-13
during calcium carbonate precipitation: Geochimica
et Cosmochimica Acta, v. 46, no. 7, p. 1183-1191.

U.S. Department of Commerce, 1991, 1990 Census of
population and housing—Summary population and
housing characteristics, Arizona: U.S. Department
of Commerce, Economic and Statistics
Administration, Bureau of the Census.

References Cltad 31



Van Devender, T.R., 1977, Holocene woodlands in the
southwestern deserts: Science, v. 198, no. 4313,
p. 189-192.

1990, Late-Quaternary vegetation and climate of
the Sonoran Desert, United States and Mexico, in
Betancourt, J.L., Van Devender, T.R., and Martin
P.S., eds., Packrat Middens—The last 40,000 years
of biotic change: Tucson, University of Arizona
Press, p. 134-165.

Van Devender, T.R.,, and Spaulding, W.G., 1979,
Development of vegetation and climate in the
southwestern United States: Science, v. 204,
no. 4394, p. 701--710.

Wells, P.V., 1979, An equable glaciopluvial in the
west—Pleniglacial evidence of increased precip-
itation on a gradient from the Great Basin to the

Sonoran and Chihauhuan Deserts: Quaternary
Research, v. 12, no. 3, p. 311-325.

Wickham, Matthew, 1992, The geochemistry of surface
water and groundwater interactions for selected
Black Mesa drainages, Little Colorado River basin,
Arizona: Tucson, University of Arizona unpub-
lished master’s thesis, 249 p.

Wigley, T.M.L., Plummer, L.N., and Pearson, F.I, Jr.,
1978, Mass transfer and carbon isotope evolution
in natural  water systems: Geochemica et
Cosmochimica Acta, v. 42, no. 8, p. 1117-1139.

Wood, W.W., and Petraitis, M.I., 1984, Origin and
distribution of carbon dioxide in the unsaturated
zone of the Southern High Plains of Texas: Water
Resources Research, v. 20, no. 9, p. 1193-1208.

32 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aquifer, Black Mesa, AZ



BASIC DATA
Tables 8-10

Basic Data 33



Blank page

34 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity, N Aquiter, Black Mesa, AZ



81¢ 1» (303 - 67¢ 66 - L06 €6 - 0'TT N $6-LT-L0 100£81011€05SE £INd UoAue) swea)y §1
1ze (42 9p€ o€ €€€ 423 79 SL6 ¥'6 - 061 66711 ‘oq
£€€ Ly 6v¢ - 1s€ $8S 06§ ool 6 r $'6l N €610-T0 10LTBIOTIETOSSE TN uoAuR) Swpay vl
6vC L 43 - (43 {3 (442 SSL $'6 r 0'TT N €6-V1-01  10S1€20110S6¥5€ 8308|104 €1
£v€ 61 60¢ - €1€ 0z0't 0901 0s8'l 9’8 4 $1T N £6-11-50  10ZZR1011016pSE T-SH 'doy 1
- - €87 00€ - 09€°1 opE'l ovT'T 06 T §0T N €661-€0  10TER10119$8YSE 1-SH 1doy n
£6€ €1 8pe 0s€ e 0€L'l ovL't 026'T $'8 $ 002 $6€C-80 ‘oq
1744 (4 8v¢ 0S¢ is€ olL't o'l 0sL'T v'8 Ly §61 S6-87—90 ‘oQ
61¢€ [43 0€€ - SiE L6L - oLyl €6 4 $6l a Y6-ST-L0  1OPELTOLI8PBYSE T Boovjod ol
- - €82 - - 443 - L19, $'6) - - N P6-LT-L0 10LE6TO1TLTBPSE dldN 6
LoL - 1414 oLs 08§ 099'C 00L'T 0s€E'e S'L ' o4t a S6-LT90 10TTTSE01PTRYSE umoinfup) 8
891 88 [£:14 067 1£:14 £5¢€ LSE ol9 101 ¥ $1zT $6-8C-80 ‘oq
81 L $82 0LT 1LT LEE e $09 001 - 56l P667-11 ‘od
¥81 €8 £87 - 68T 9p€ 0s¢ 0£9 $'6 I $07 N €6~11-50  10100€01 16¥LYSE TIN BS3 pu L
149 LL 15T 057 £5T £7€ 8¢ vLS 86 0§ 00t d  S68T90 I01EPEOTISPSPSE umouxun 9
182 6 LST (1,24 1974 668 - 00t L8 99 06l a P6LT60 10856101 19TSPSE umouyun S
- - ozt - - 9t 85 6v9 '8 - §n p6-L0~T1 "od
32 0 811 - ozl 9p vor 099 T8 = 0Tl N €6SI—0 100T950119¢bpSE Buudg Aysiym 14
91 - Lyl 0s1 il €81 81 00€ 8L 0s 06l a S6-LT90  10S1L56019TTHSE umownyup) €
- - 3l - - 79¢ 89¢ L6S 18 =~ 08 y6-80-C1 ‘od
- - €81 007 - 08¢ 89€ S65 S8 - 06l N €681~€0 10LEIPOLI9SIPSE 3undg oung z
s81 0 0s1 - 44| 05$'T 0€0'€ 06Z'1 6L 9 S 1 2 4| N £6S1—+40 10S1€€011110pse  Fuudg a8pa yooy 1
toon) (00) (foovo (ooed  (Spord (WBw)  (Bw)  (wosst)  pey  (Bw) (D) ewsu @ 6quInU UONIED  SWRU JI6M 8007 (1 'y seg)
elsu oou  esBw) sebw) se0w) peaos  paajos (L] ‘Hd  peaos  eum} 9} “ipvep) eys J9ypuep|
-oq -oq Aoy POt ‘34 piey 'l -slp -|p ‘eoue sp -wed -|nby Bupds
RLCT B ) -a0qu) ‘poA|os ‘o101 ‘siue ‘008118 -jonp ‘ueBixgy -wey 10 |Iopm
‘POAIOSSIP -«|p peajoss|p  -Ms enpises -uod
‘erem ‘18)8M ‘1918M -uad ‘spljos ol1oeds
‘Ayun ‘At Kyt jowns
iV Y -y ‘splos

{poyrow yumod-pus paxyy ‘g ‘uoKEL) [BIUSWAIIUL ‘]| ‘RIEp OU - t),¢ T 1B JSPWNULD Jod Suatuaisossiw ‘waygH (a1 sad sweaBipjrw /B isrisia) saa8ap 49, }

BUOZLY ‘BalE BSBW %OBIg ‘181em punoib jo sewadosd persies ‘g ejqet

Basic Data 35



39} €T 99j 09] £91 [X44 oty veL 6 i 082 v60t-11 oq
- - [A4] 0§1 - 69¢ [4%3 £69 €6 0¢ [%:14 N £6-L0—v0 10£081011.8L19¢ e 153104 0ot
(Y44 91 [3¥4 - [4¥4 0£0'C 01'T 0£0°€ 68 Ly 061 a S6—01-80  10¥¥9001180719¢ HIEY
Bundg wo)) jumg (34
en - €6 - v6 SIT [4¥4 8¢ S'L R 14 N £6€1-01  10¥PSSO1111019€ Bundg pueg 87
96 0 48 - 6L n £ 88§ 6L 99 $91 N £6-S7-T0  10TTP11T1I¥T609E £4 A1) eqn) L
- - L6 - - €81 4 ({113 v - Ll y6-L0~T1 oq
1zl - L6 - 66 8Ll - 982 [y 89 81 £6€7-60 °g
€1 - 001 -- on s61 b4V €1t SL 69 091 £6-L00 ‘g
~ - - ot - - - £1€ S'L 69 09 €6-L040  1001€1111ZE909€ Fuudg
100423 1doNusOW 9z
(41 9L (k44 (1744 81T | 744 T9¢C wy 1°01 e 00T P6—62-1! 'oQg
v6 $6 - (1,24 - - - 88y ol |34 $'9C £6-81-€0 oq
-~ - 144 - 8€T $6T 187 88¢p [4\) £y $9T N £6—81-€0 T080L101ivi909¢ uoyid §T
06 0z (48] on 801 6v1 (49! 174 96 - 01z v6—6T-11 ‘od
€8 62 [4}! - 401 8S1 112 1494 $6 9'¢ 0L N £6-¢T—€0 105£SE011T7TH09E 23pry Kyooy v
£9¢ 6 11¢ - (444 o'l 08¥°1 050°T '] ¥l (V174 a S6—01-80 10I¥L0OOIT1S£09¢E umouyun) x4
6€1 184 081 - 781 p6¢ 98¢ £59 76 8t [9:14 N £6-T1-50 10£10£01160£09€ $%20Y peH (44
i 134 or! 0€1 74| 122 991 L0€ 00! - 081 p6—8C-11 'oq
LL 44 6¢l - i 881 081 §0¢ L6 vs (¥4 N £6+I-01  10£000011816SSE Bj[tadl0H4 |14
- -- 6f1 - -- 981 - 80€, §'6; - - N €6—97-L0 10ZS6£011L088SE umowfun (114
1454 1 (A1 06¢ 06€ 0T’} 0LT'1 0L8'1 S8 [% 081 a S6—8Z—90 10PSLIONI0STSSE umowyun) 61
L8 vs 691 - 191 £ - 88¢ 6'6 Ty §TT N Y69T-L0 10§+9£0119€T55¢E qriQ 81
€8 SS 91 091 091 jak4 [A¥4 $9¢ 001 - 0Ce N P68T-I1  100SLE01161TSSE TINd 1rowsIonAy A
- - £81 - - £ - 1y, 96, - - N P6—ST-L0  10L0pE01100T55E 129ua) ANA1) 1doH 9
(Foon) (F0o) (Eooed  (Foo®0  (FQORD (YBw)  (yBw)  (wysv)  piey  (VBw)  (D,) ewsu elqg Jequinu uojed QWIRY |lomM |30 (1 "By 095)
ejeu Ry sevfw) seBw) seyBw) peajos paAjos piot} ‘Hd  parjos  em 18} -Jliuep; ens Jep1uep)
-0q -0q Ao} plep‘ad  pre) ‘Ll -S)p -Sip ‘edue -§|p -wed  -Inby Supds
-1Rolg  -aR) -Rioqe| ‘panajos ‘o101 'slue ‘0,081 18 ~Jonp ‘ueBAX(Q -wey 10 |IoM
‘panjossip S|P paAjoss|p -nljis enpses -uog
‘JO1BM ‘ao18m ‘Jorem -uod ‘splios  dieds
‘Ayui ‘Auuit ‘il jo wns
By -~y -SHIY ‘splios

panupuoD—euozZuY ‘BalE BSBYY ¥oB|g ‘Jatem-punoib jo seiuadoid peejeg g @jqey

Hvdraulic Conductivity. N Aauifer. Black Mesa AZ

36 Geochemical Analyses—Ground-Water Ages. Recharae Rates.



ici -

Basic Data 37

1ZI 4] 611 181 91 867 1’6 8L 091 N £60701  100v05601S¥059¢ TINd osi10yauuag Sy
(44| 0 €01 001 001 [414 x4 1Le '8 - 09! y6—10-T1 ‘°g
1€1 0 01 - [46)) 1274 [414 vLe 18 9 091 N €68101  10Z1S1011¥peEyoL TWd Tuaey 124
911 8 v01 - 801 €51 4 1974 i'6 9¢ 00T $6—80—80 'og
811 L 901 - €ll 91 (44 65T 1'6 9 081 N €6-11-20 10PISIOILLITYOE PYNLN Bluskedy 134
vt 0 Tl - Stl 181 781 90¢ '8 9 091 N S6—8080 og
cel 0 Lol - 601 81 PLl 167 6L 69 s'el N £6-ST-T0  [0806£011+09€9¢ tIAd oluoys 474
£el 0 601 - 601 €61 L61 1249 8L .- sel N £€6-91-T1  10ST6L0(1855E9¢ TINd ouoys iv
194! 6v £61 -~ 1ot wt 1444 81¥ 6 [43 01T N €6—01—£0 10LTP0011TTIE9E  1'VLN OMQUILIIYD oy
€8 8 8 - 43} sU 971 181 68 124 See N €6-1T-¥0  10T17T011L00€9¢ 9# Apoqead 6¢
w S oL - L9 L1l ¥l £91 68 - 0°0¢ £6-70-T1 10605701 1500£9¢ T# Apoqead 8¢
SL 4! V8 - 18 irl i£4} 14¥4 €6 - sle N €6-T0-T1  10SEPT011L¥9T9¢ ¥# Apoqead Le
1] 0l 68 8 V8 341 otl ST ve6 - (%43 $6—10-T1 og
LL Sl 06 ~ 68 0sl1 .74 87T L 89 Sle N €6-1T01  10€TPT0L196VToE L# Apoqeag 9¢
\a 74 8 (144 01¢ 1414 019 979 0L0°1 06 - 01z 6 0¢—11 ‘o
LeT 61 0T e 97T 679 ¥i9 oro'l 88 ¢ 01T N £6—01—£0 109P1S60181179¢ 300y ydnoy 49
<] €l €L e €L 601 ¥6 LSt 88 (99 0'e N €6-17+40  1000SZ011€€ETIE 6# Apoqeag 143
0s? 4! [ Y44 0T¢ [Y44 66 0z0°l 0Ls't L8 [4 [ 24 S6-67—80 oQg
897 4 {444 - 1444 0€0°1 $66 08s°1 88 4 [0 74 N £6-701  107TL00115£079¢ ansiry 23
06 0 vL - €L 96 [43 LS1 '8 €L S8l S6-L0—80 °g
08 0 L - [43 06 ¥8 91 (4] 8L S99t N £661-01  10059S011€€619¢ 1Wd 9%e] P2y 43
€8 9 6L - 8L <01 701 $81 ¥'8 89 oLl N £6¥7—£0 100£L50110Z619¢ IVNLN 2YeT poy 1€
86 6T [43] - :-74] 74 PLT oLy ¥6 1's 067 S660—80 10€081011LEL19¢ UOD—oNET 15210, 0t
(fooH) (f02) (fooen  (fpoen  (fooed  (WBw)  (1Bw)  (wos") pley  (Bw) (D) eweu eeg Jequinu uojied ewsu |jem 18007 (1 ‘By oes)
ejeu ejeu se Ylw) se-Bw) ssyBw) poAos poAjos piey ‘Hd  peAjos  eun} 10} -luep| elis 18}}1JUeP|
-0q -oq Kioy Piei ‘34 POl ‘L -8ip ip ‘gous stp  -pied  -nby Buxds
-eslg  -ied -810Q8| ‘PoAIOS ‘1e101 ‘se ‘9,081 18 -np ‘ueBAxQ -we) 10 ||OM
‘POA|OSS{P -8|p peAjossip  -miis enpisas ~uod

‘Jelem ‘1e18m ‘1018m -uod 'spiiog  oypoeds

“Ayun Ay ‘Ayup  jowns

-y Rilid ey 'SpHOS

panuiuoD—euozZIY ‘eale esap yor|g ‘1elem-punoib jo saiuadold paiosjes g 9jqel



9z 114 oz 88 88 9'€ (1 10° 8T N P6-€7-L0 10L0Y€01100Z55€ Wwe) Aai) 1doy

4l (144 0l 9z 002 19 09 zr Ly N Y6-LT-LO 100£810115€08S€ £ UoAuR) sweay

4 019 €l [43 o1z 98 08 ¥l ¥l y6-62-11 ‘oq

4| oL 3] 9 0£z 26 08 S 08’ N £€610-70 10LZ81011€2055€ TN uohue) sweay

Sl oL 09 X4 oLl 124 ot Lo 29 N €610 1051€20110S6¥S¢€ B2B|Od

ol 00%'1 L 0z1 oLE (1743 €1 & 0 N £6-11-50 107Z81011016¥S€ 7-SH 1doy

1 00s‘11 ¥'Z 061 01§ 09% 81 08 (ALY N £€6-61-€0 10Z€81011958¥5€ 1-§H 1doy
L's 09L 't 00F 059 osy 61 4| v $6-€2-80 "oQ
¥'8 078 [ 08¢ o9 09y ¥'T €1 6s $6-87-90 ‘'°q

4 oty 91 otl 00€ 091 0] 24 1z a P6—S7-LO 10vEYZ0118Y8¥S € 7 #20Ej0d

61 001 ot Sl o€l (3] oy 0’ i N ¥6-L2-L0 10L€6Z011LZ8¥SE QldN
86 (1179 o 00p‘1 089 81 66 LS ovl a S6-L2-90 1072Z5601478YSE umouwuf

0z 06 o€ 4! orl L og’ €0’ Ly S6-82-80 "oQ

(174 001 ot Sl ofl1 9L oY’ 4] Is ¥66Z-11 og

61 001 ot Sl o1 SL oV €0’ Ly N £€6-11-$0 10100€0116¥LYSE TNd B9 PuZ

61 09 0z 0z (14| +'6 o 80’ 8¢ a S6-87-90 101£7£011S¥SYSE umouyu()
v’ 09€ 9l oy olg L €l 8¢ L4 a Y6-LT-60 108S6P011¥TSYSE umowqu}

91 oy ot 01z 34 v'8 67 L vL Y6101 ‘°q

91 os og’ 0zz Ty 1'6 87 91 89 N £€6-S1-$0 1002950119¥4¥SE Bundg Ssiym

ol ovl o 0'6 $9 ¥'S 91 Tl 6€ a S6-LT-90 10§ 1LS6019TTHSE umouwu]

€1 oL oy’ 08 18 9 os’ €€ Ly v6-80-C1 ‘'oQ

(4l 08 oy 8 ¥8 (1] 0s° I'e 44 N £6-81-€0 10L£1901195148¢E Bundg oung

0 1114 090 0oLl (1743 yL (A 0z1 007 N £€6-S140 10S1€€011110¥5€ Supdg 38pa ooy
Cors) (ase () (*os) (en) (0) [>)] (Om) (eD) sweu g Jequinu uoed wiBY ||am 8307
NS VBr) epuon)y aens wn|pos epy wnys wnis ‘wmopen  Jejnby -Hnuep; sus

uoiog -0 004 -subeyy

[weys ss3) *> teyep ou —~ "PIOU IPISIAYO SsAUN 1331] 12d suresSijjiu W panodal are pue POAOSSIP 24k sjUAMISU0) "I J3d sweiSosonw /8]

BUOZUY ‘BaJE BSOS YOBIG J6IEM PUNOCIB JO SJUBNISUDD [BDIWYD Polodlas 6 dlqel

38 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraulic Conductivity. N Aauifer. Black Mesa. AZ



iz o011 oy 09 86 £l oL 48 'l $6-60-80 ‘od

- - - ~ - £ - - - $6-67-90 ‘od

L1 0S¢ I 001 051 9¢ 01 48 Sl 601 1 ‘eq

07 (i1%4 oL 88 o€l 49 08’ 148 Tl N £6-L0—¥0  T0E081011LELIOE e 1504
gy 09§ 91 00Z'1 059 62 s LT 7l a $601-80  10¥9001180T19€  Niom Buudsg wo) jwng

1 og1 o 69 s€ vy oT Ay (43 N £6-€1-01  10VPSSOLITIONIE 8uudg pues

1 0z o> SL 08 124 0l 'y £z N £6—57-70  10ZTP1ITI¥T609€ £ A) eqng

1 ov or £T T Ll €1 €9 67 $6-L0-T1 ‘od

£1 o o (44 €T 1 1 s 14 £6-£7-60 "oa

1 0s o IX4 9 L ¥1 1'9 134 N £6-L0+0  10HIEI1IZ€909¢ Bundg jooyos tdojyusop

- - - - - £ - - - N mid "o

Lz o iT4 Ly 00! 6¢ oy 0 s v662-11 "od

8T o 0T Sy on 9€ ov 10 ¢ N £6-81-€0  1080€1011P1909€ uouq

- - - - - £l - - - v6€i-Tl ‘oq

0z 0z or $S is A ot £0° i v6—67-11 ‘oq

1z 0z 01> %3 vs £1 or 70 i N £6-ST€0  10SESEOIITTION agpry Kooy
6 000'1 S€ ozL 06y 44 ot 56 6y a $6-01—80  10142001116£09€ umowyu)

€7 061 ! vL ov1 oy oL 90’ oL N £6~71-50  10€10€01160€09¢ s%00y pIeH

(174 0z or 8 9 ¥l os' €0 Ly v6-87-11 g

174 ot or $s L9 Ti of 20 89" N £641-01  10£00¥011815SSE eIANOH

£ (il (i%4 8¢ $9 61 oy 0 s N £697-L0  10ZS6E011L0SSSE umowyu(y
L8 002'1 vy oLy ocy <9 61 18 6 a $6-8790  10¥SLI0110SZSSE uMOuuf)

T oy 0T 06 8 Ly ot o0 e N ¥6-9T-L0  10SPILO119€TSSE 1qrei0

€ ot 0£'0 S8 9L 9€ 09°0 700 150 N v6—8Z-11  100SLEONISIZSSE ZWd 1howsjoxy Ay
{tors) (g ee @ os) (eN) (19) (W)} (Bw) (2) sweu aeg JOqUING UONED SWRU [[9M 9307
NS o) epuoniy olging wnipos  epuHoluD wnis wnis ‘wnpey  seynby -Hituep; ol

uosog -8R8)0od -suley

PeNuUUOD—BUOZIY 'BaIE BSAW %OR(Q 'Jolem punoiBb JO SlusmusLod (OIS PBJOBIOS °6 BlqeL

Basic Data 39



€1 o€ o 91 £ T8 09’ [ 44 £6 N £6-0701 100¢0S601S+0S9€ TNd omogauuag

9l og or’ Le 14 (4 €1 £9 o p6-10-T1 ‘od

Ly (114 (/74 8L ST Le 't 89 £ N £€6-81-01  T0ZISIONIPPEYIE TN Buakey

€1 o o £l (34 €€ 4! Tl $'S $6-80-80 g

€1 o oz 114 0 &r £l M| I's N £6-11-20  10bISI011L1Z¥9¢ PVNLN Buskey

St (174 (113 pl 9 " 9'{ 8¢ 124 $6-80-80 "oQ

St of o> St 89 11 $1 LS £y N €6-S7-70  10806£011409€9¢ YINd oluoys

91 o€t o> 91 v'9 L 0T 19 L N £691-C1 10SZ6E011855E9€ TINd oluoys

Ly 0 o 8¢ 6 %4 o’ 0’ oL N £€601-€0  10LZTH0011ZT1€9€ 1VNLLN onquiyapy)

€7 0€ or 99 LE 61 oL £0° 6¢ N €610  10Z12Z011L00€9¢ 9# Apoqead

€7 0z or 68 62 Ll oL 148 68 N £670-71 1060SZ011$00€9€ T# Apogead

X4 (174 o 4 24 0t 09’ ro rs N £€620-21 10SEPZO1ILEOTIE v# Apoqead

£4 of (174 9 44 8'€ oL €0 $€ N p6—10-T1 ‘eq

X4 (174 0T 91 9 8t 09’ €0 Le N €6-17-01  10€THZO119SHTIE L# Apogead

- - - - - (174] - - - p60€—11 od

4] oy L1 o011 (1744 (]9 S ST 61 p60€-11 o@

€1 o 91 o1 lilx4 of1 Pyl 9T (14 N £601-€0  1091$60181079¢ 120y y3noy

- - - - - Ll - - - p6—t1-2l "og

(174 (]2 o 67 €€ 91 09 €0 Le N €6-1Z-¥0  1000SZOI1ECETIE 6# Apogqead

41 01z 09’ 00§ (1]33 1'6 1T 1 $'¢ $667—80 oq

71 00 oL (1149 0s€ S8 1z s Lt N £€6-7T01 10ZZ€0011$€0Z9¢€ anyIsuy

i of (4 07 9'p 91 07 1'g 6! S6-L0-80 ‘od

1 0z or (4 144 91 Al TS 61 N £661-01 10059011 £€619€ TINd 31e pay

€1 0z 0Z0 L vl 9l rt |23 91 N €6-¥T€0  100€L50110Z619¢€ 1VNLLN 9] p3y
Cois) (@ se @ (ros) (eN) (19) > (w) (e3) eweu oeq Jequinu uoped BUIBU {[BM (9907
LTS Vo) epuoni4 eiejng wnipos  ApUOYD wnis wnis ‘wnpien 18)nby -iuep) eig

uosog -£810d -auBep

panuuOD—eUOZIY 'BBJE BSBYY XOB|g JBIEM Puncb Jo Sluenjisucd [ediweyd pejos|es 6 ejqeL

40 Geochemical Analyses—Ground-Water Ages, Recharge Rates, Hydraullc Conductivity, N Aquifer, Black Mesa, AZ



01> - - - oL’€l- 0°€01- a $6-01-80 101#L001115€09€ umowyuy)
> 61 - 89- 99°€1- 0't0i- N £6-21-50 10€10€01160£09¢€ syo0y prey
- - - - v6'€l- 0'801- N 6101 10€00¥01181565€ B[j1A90H
- - - - 68€1- 0'801- N £6—97—L0 10ZS6€0T1L0SSSE umouyupy
01> - - - r6€l- 0's01- a $6-87-90 10¥SL1OTTOSTSSE umowyun]
- - - - wel- o'so1- N $6-97-L0 10S+9€0119€Z55€ 1qre1Q
- - ¥9 - - - Y6811 "oq
- - - - (ARAY 0'+01- N 60121 100SLE0T1S1ZSSE ZINd tAowsIoNAH
- - - - 60°€1- o'zo1* N ¥6—€Z-L0 T0LO¥E0T100ZSSE 13)ua)) 1AL idoy
- - - - YT el- 0°¢o1- N ¥6-L2-LO 100€81011#£055€ £ uokueD) sureay]
- - 00Z'91 - - - Y662-11 "oq
- - - - LEET- 0’101~ N 69121 10LZ810T1€2055¢€ TINd uokus) swedy
- - - - STET- 0’101~ N €610l 10ST€20110S6¥S€ ©398[0d
£> - - - LEEI- 0'€01- N £6-11-50 10ZZ81011016¥5€ 7-SH ldoy
- - - - 0z'€l- 0°Z01- N €6-61-£0 10Z€81011958¥S€ 1-SH oy
01> - o1 - ANAE 0°¢01- $6-82-90 °d
- - - - v el 0201~ a ¥6-$7-L0 10¥E4Z0118¥8YSE T odejod
- - - - LUEH 0'€01- N P6-LT-LO 10LE6Z011LZ8¥SE d1dN
01> - - - Lsu- 7'98- a $6-LT-90 1022ZS601¥7845E umowyu
> - - - or'€l- 0°zot1- N £6-11—50 10100£0116L¥SE ZINd B9 PuZ
o> - Lzl - 88°CI- 8'66- a $6-82-90 101EPE0TISHSPSE umouwyun)
- - - - 80°€1- 0501~ d ¥6-LT60 10856¥011425HSE umouyun)
- - - - 80°01- L18- N £€6-51-60 1002950119+b+$E Sundg Lysym
o> - - - LEET- 0'201- a S6-LT90 10STLS6019ZZPSE usmowyuy
- - - - £L'8- 9'pL- N €6-81—£0  TOLETHOTIOSIPSE Buudg oung
- - - - £2°01- o'vL- £61-90 ‘og
- - - - LY6 T N €610 T0STECOTITIOVSE Buudg o8pa yooy
(nod) (uiepow (g,-01X) (1w Jod) (jw 20d) (1w red) sweu eleq 1equinu uoned oweu |jom |eo0]
“e101 wiessad) 19/109¢ b Y 0318 Hz¢® ojinby -Bnuep; als
He n

[uey) s3] ‘> ‘mep ou *-- t1ay} 1od saundoaid “1aHd)

BUOZIIY ‘B8R BSBY %OB|g "181em puno.b 10} Bjep 01dojos| pajosies 0} el1qel

Basic Data 41



- - - - 1001- T8 N £6-02-01 1001056015 +059€ ZINd os1oyauuag
- - - - Svo1- LT8- N £6-81-01 10ZISI01IPPEPIE TNd Biuakey
£€> ¥'T 88 $'6" Ehyl- olll- N €6-11-20  10v1S10T1L1THOE $VNLN Bjuskey
1 968 - L €011~ 9°L8- N €6-S7-70  10806€011+09€9€ ¥Nd owoyg
- -- - - $L01- 1'98- N £6-91-71 10SZ6£01185S€9€ TNd ouoyg
€> 6 - 99- sTEl- 0°Z01- N €601-€0  10LTHOO11TTIE9E TVILLN 03quuydy)
£€> 86 - U6 sSEl- 0'v01- N €6-1T+0  10T1ZT011L00€9€ 9# Apoqeaq
- - - - €8'11- 806 N £6-12-01 1060SZ011500£9¢€ T# Apoqeayg
- - - - 8LT1- €L6 N £6-70-C1 10SEYTOT1LP9TOE # Apoqead
- - - - 9I'€l- 0'101- N £6-17-01 10€£Z¥201195#T9€ L# Apoqead
[ - 14 - 19€1- 0°€01- N €6-01-€0  109%1560181#79€ 300y yBnoy
- - €59 - - - N 6+1-C1 "og
€> 0L - L's seel- o'101- N €610  1000STO1IEEETIE 6# Apoqeayg
- - - - Tsl- 0911- N £6-TT01 102Z£00115€029¢€ Iy
- -- - - 8¢'€l- 0'v01- N £6-61-01 100595011£€619¢€ 1INd 2%eT Py
4 8'vT - 6'L- 91¢l- 0°€01- N €670  100€LS0110Z619€ 1VNLN a%e] poy
- 'l - '8 - - $6-60-80 "og
- - LT - - - S667-90 o
- - - - 98°€1- 0°L01- N €690—+0  10€081011LEL19E aye 153104
01> - - - - - a $601-80  10¥¥9001180Z19€ 119 Suudg wo) yung
-- - - - 8L'6" T6L- €6-£1-01 ‘o
- -- - - - - N £6€1-01 10vpSSO1111019€ 3undg pueg
6 ¥'79 - $'L- 8€'6- 0'8L- N €6-57-20 102ZH1111¥T609¢€ €4 QD eqny,
- - - - LO'6" ToL- N £6-90—%0 101TEITT1ITE909€ Suudg [ooyog 1doNusop
- - 80€ - - - P6—€1-C1 “od
€0> 6 - rL- 00°€l- L'66- N €681-€0  1080£1011%1909¢ uoyid
- - or8 - - - N y6—£1-T1 ‘o
- L't - 88 - - £6-S7—€0 o
- -- - - 611" 0'801- N T6-91-T1 10S€S€011TTHO9E a3pry Ayo0y
(1nod) (wsapow (g, 01%) (hw sod) (Il sod) (hw 2od) swsu ajeq oquinu uopes SWBU [1oM 8O0
1910} Juaosed) 19/19g¢ Onl 0a12 Hz2 1Bynby -[Hiuaps aus
Hg Oyt

penujuon—euoZLY ‘Bale BSa Yorg ‘Jerem punoib 10j elep 21dojos! pejds|es ‘0l alqel

42 Geochemical Analyses—Ground-Water Ages, Hecharge Rates, Hydraulic Conductivity, N Aquifer, Black Mesa, AZ



